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OWNER DNR INSPECTOR ITEM DESCRIPTION ESTIMATED D b
NUMBER QUANTITY .. @
COMPANY IOWA DEPARTMENT OF NATURAL RESOURCES| COMPANY IOWA DEPARTMENT OF NATURAL RESOURCES % O z
ADDRESS 502 E. 9TH. ST. ADDRESS - BASE BID: NORTH LODGE — -
1 | DEMOLITION AND REMOVAL OF EXISTING ROOF STRUCTURE AND OTHER | LUMP SUM L —
CITY,STATE, ZIP DES MOINES, 1A 50319 CITY,STATE,ZIP JEFFERSON, [0WA DEMO ITEMS L <
CONTACT N/A CONTACT DON LABATE E I
2 | NEW ROOF STRUCTURE AND ROOF, BEAMS SILLS, OTHER BUILDING LUMP SUM
TELEPHONE 515.281.5918 TELEPHONE 515.250.3714 TEMS L S<) —
FAX - FAX - 0. E '
3 | POWER WASHING AND DISINFECTING OF INTERIOR LUMP SUM
EMAIL N/A EMAIL DON.LABATE@GDNR.IOWA.GOV Y " O
4 | RESTORATION OF WOOD MEMBERS: SODA OR COB BLASTING OF WOOD | LUMP SUM E-)
ARCHITECT MEMBERS AND STAINING LL] S Z
> | =
COMPANY IOWA DEPARTMENT OF NATURAL RESOURCES| COMPANY - 5 | POWDER POST BEETLE TENTED TERMINATION LUMP SUM (LB oY%
ADDRESS 502 E. 9TH. ST. ADDRESS - 6 | ALL BAT EXCLUSION CAULKING AND SEALING AND TWO-YEAR LUMP SUM O la) LL]
CITY,STATE, ZIP DES MOINES, 1A 50319 CITY,STATE, ZIP - WARRANTY OF COMPLETE BAT EXCLUSION ( ) S >
CONTACT RYAN RICHEY CONTACT - 8
TELEPHONE 515.979.0107 TELEPHONE - ALTERNATES: SOUTH LODGE O 1 g
(2’4
FAX - FAX - 7 | POWER WASHING AND DISINFECTING OF INTERIOR LUMP SUM — <
EMAIL RYAN.RICHEY@DNR.IOWA.GOV EMAIL - N y 8 | NEW STRUCTURAL TIMBER BEAMS, AS SHOWN ON ELEVATIONS LUMP SUM O =
9 | ALL BAT EXCLUSION CAULKING AND SEALING AND TWO-YEAR LUMP SUM D ‘Z’
WARRANTY OF COMPLETE BAT EXCLUSION W
COMPANY - COMPANY - a a N\ =
PROJECT DESCRIPTION AUTHORIZATION TO BID ]
ADDRESS - ADDRESS -
CITY,STATE, ZIP - CITY,STATE, ZIP - T e rvon
NO.
CONTACT _ CONTACT _ DOLLIVER NORTH LODGE HAS BEEN OVER—RUN BY BATS. THE LODGE IS COVERED IN GUANO AND HAS BECOME A HEALTH HAZARD TO STAFF AND PATRONS. IOWA DNR WILL ATTEMPT TO DATE
BAT-PROOF THE LODGE BY REMOVING THE ROOF STRUCTURE AND WOOD DECKING AND REPLACING WITH LIKE MATERIAL. WHEN THE REPLACEMENT HAPPENS, ALL OPENINGS SHALL BE CLOSED WITH
TELEPHONE - TELEPHONE - SILICONE CAULK AND TESTED AFTER THE RENOVATION PROCESS FOR SOUNDNESS OF THE REPAIR.
FAX - FAX -
EMAIL - EMAIL -
COMPANY ~ COMPANY ~ AUTHORIZATION — PARKS | WILDLIFE | FISHERIES | LAW ENFORCEMENT | FORESTRY DATE Seav vl PROJECT NUMBER.
ADDRESS - ADDRESS - 13-02-94-05
CITY,STATE, ZIP - CITY,STATE, ZIP - CHKD BY: | DATE:
CONTACT - CONTACT - 11.27.2013
TELEPHONE - TELEPHONE - SHEET No:
X - FAX -
ENGINEERING BUREAU CHIEF DATE
- EMAIL - RN \_ anN -
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DIMENSION NOTES

4 GENERAL NOTES

IN INTERIOR SPACES THE ACTUAL DIMENSIONS MAY BE LESS IMPORTANT THAN IF AT
TWO ELEMENTS IN THE BUILDING WERE TO BE EQUAL. IN THESE CASES, THE WORD

"EQUAL OR EQ” IS USED IN LIEU OF THE ACTUAL DIMENSIONS.

WHEN A ROOM CENTERLINE IS INDICATED ONLY ONE SIDE OF THE ROOMS ELEMENTS
MAY BE DIMENSIONED.

COLUMN IDENTIFICATION: DETAILS WILL GOVERN ALL DIMENSIONS AND NO DIMENSIONS
WILL BE SHOWN ON SMALL SCALE PLANS.

PARTITION CENTERED ON COLUMN OR GRID LINES WILL NOT BE DIMENSIONED ON
SMALL SCALE PLANS.

PARTITION WITH A FINISHED FACE FLUSH WITH FINISH FACE OF COLUMN WILL NOT
be DIMENSIONED ON SMALL SCALE PLANS.

PARTITION FINISH FACE ON COLUMN OR GRID LINE WILL NOT BE DIMENSIONED ON
SMALL SCALE PLANS .

10.

1.

WHEN ONE JAMB OCCURS AT A COLUMN OR GRID LINE NO DIMENSIONS WILL BE
SHOWN ON THE SMALL SCALE PLANS. THE OPENING WIDTH WILL BE GOVERNED BY
CRITERIA OR SCHEDULES.

WHEN NEITHER JAMB OCCURS AT A COLUMN OR GRID LINE ONE JAMB WILL BE
DIMENSIONED.

DOOR LOCATIONS ARE TO BE LOCATED BY ONE OF FOLLOWING:

a. ONE JAMB FACE LOCATED BY A PARTITION AT RIGHT ANGLE. 4"TYPICAL
UNLESS INDICATED ON PLAN.

b. OR AS DIMENSIONED ON PLAN.

PARTITIONS ARE DIMENSIONED TO FACE OF CMU OR FACE OF STUD UNLESS
OTHERWISE NOTED.

DIMENSIONS ARE INDICATED IN THE DOCUMENTS. THE DRAWINGS SHALL NOT BE
SCALED FOR DIMENSIONS.

THE FOLLOWING GENERAL NOTES SHALL PERTAIN TO THE ENTIRE SET OF CONTRACT DOCUMENTS

1. A GENERAL CONTRACTOR SHALL NOTE THAT THE ARCHITECTURAL DRAWINGS ARE ESTABLISHING A MINIMUM
MATERIAL OR CONSTRUCTION METHOD STANDARD. THE GENERAL CONTRACTOR SHALL PROVIDE A BID PRICE
BASED ON THE SPECIFIC MATERIALS NOTED.

2. DO NOT SCALE DRAWINGS. IF DIMENSIONS ARE IN QUESTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
OBTAINING CLARIFICATION FROM THE ARCHITECT BEFORE CONTINUING WITH CONSTRUCTION.

3. GENERAL CONTRACTOR AND SUBCONTRACTORS SHALL PERFORM THEIR WORK IN ACCORDANCE WITH ALL
APPLICABLE CODES GOVERNING EACH TRADE.

4. THE CONTRACTOR SHALL MAINTAIN A CLEAN AND ORGANIZED JOB SITE, ACCEPTABLE TO THE OWNER.

d. THE CONTRACTOR SHALL COORDINATE THE SEQUENCE OF WORK WITH THE OWNER REPRESENTATIVE..

6 THERE SHALL BE NO DEVIATION BY THE GENERAL CONTRACTOR FROM THE CONSTRUCTION DOCUMENTS UNLESS
APPROVED IN WRITING BY THE ARCHITECT.

7. EACH CONTRACTOR SHALL VERIFY EXISTING CONDITIONS IN THE FIELD PRIOR TO THE INITIATION OF WORK AND
SHALL NOTIFY THE ARCHITECT OF ANY DISCREPANCIES OR CONDITIONS INTERFERING WITH THE ABILITY OF THE
CONTRACTOR TO COMPLETE WORK AS OUTLINED ON THE CONSTRUCTION DRAWINGS.

8. ALL CONTRACTORS ARE REQUIRED TO COORDINATE THEIR WORK WITH OTHER TRADES. LACK OF THIS
COORDINATION RESULTING IN ADDED COST TO THE CONTRACT WILL BE BORNE BY THE CONTRACTOR.

9. GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING THE EXISTING BUILDING WATER  TIGHT DURING
CONSTRUCTION.

10.  THE CONTRACTOR WILL VERIFY THAT EXIT EGRESS IS MAINTAINED FOR ALL OCCUPIED AREAS OF THE BUILDING
THROUGHOUT ALL PHASES OF CONSTRUCTION.

1. PLAN DIMENSIONS ARE GIVEN TO FACE OF STUD OR BLOCK WALL. "CLEAR™ DIMENSIONS ARE GIVEN TO THE FACE
12, THE OWNER WILL ASSUME ALL LIABILITY AND SHALL TAKE PERSONAL RESPONSIBILITY FOR ANY DECISIONS THAT
THEY MAKE TO CHANGE OR ALTER THE CONSTRUCTION DOCUMENTS WITHOUT THE ARCHITECT'S WRITTEN

APPROVAL.

CONSULTANT:

NATURAL RESOURCES
502 E. 9TH ST., DES MOINES, IA 50319-0034
P: 515.281.5918
F: 515.281.8685

IOWA DEPARTMENT OF

NO.

<
Z
e}
LL] %
O |
@)
Q' E
D29 O i
w—
O z
Ll
D| : T
> | =
> | 7 %
(V)
- O
o L
WV "
£ S
> 9=
O _1 _
—1 g
O |
O | ¢
0
(@)
- REVISION
DRAWN BY:] PROJECT NUMBER:
13-02-94-05
CHK'D BY: DATE:
12.24.2013

4 N\ 13, PROTECT ALL EXISTING FINISHES AND MATERIALS TO REMAIN, IN ACCORDANCE WITH ACCEPTABLE TRADE
MATERIAL LEGEND PRACTICES, MANUFACTURER, RECOMMENDATIONS, OR AS DIRECTED BY THE ARCHITECT.
14, CUTTING OF EXISTING CONSTRUCTION FOR THE INSTALLATION OF ALL NEW WORK BY ALL TRADES, AND THE
SUBSEQUENT PATCHING THEREOF, SHALL BE THE RESPONSIBIUTY OF THE GENERAL CONTRACTOR, WHETHER THE
EARTH CONCRETE MASONRY UNIT GYPSUM / STUCCO 7 brick WORK IS DONE BY HIS OWN FORCES OR NOT. GRINDING OF MATERIALS FOR REMOVAL SHALL NOT BE PERMITTED. CUTTING
[TTTT //% SHALL BE TO STRAIGHT LINE. UNWORKMAN—LIKE CUTTING, DAMAGE RESULTING THEREFROM AND UNACCEPTABLE
2 PATCHING SHALL BE REPAIRED AND/OR REPLACED TO AN ACCEPTABLE CONDITION APPROVED BY THE ARCHITECT. A
OWNER PROJECT REPRESENTATIVE SHALL BE NOTIFIED PRIOR TO CUTTING OF ANY STRUCTURAL ITEM (LE. CONCRETE
FLOOR, MASONRY, ~ WALL, ETC.) WITHIN THE EXISTING BUILDING. METHOD OF CUTTING SHALL BE APPROVED BY THE
COMPACTED EARTH | [—] metal stud grout | CONCRETE OWNER PROJECT REPRESENTATIVE.
15, PATCHING MATERIAL SHALL MATCH EXISTING ADJACENT MATERIALS AS CLOSELY AS POSSIBLE IN COLOR,
PATTERNS, AND/OR TEXTURES.
16.  ALL SALVAGE MATERIALS REMOVED SHALL REMAIN THE PROPERTY OF THE OWNER. ALL NON—SALVAGE
~ 1 ORASS | o PARTICLE BOARD sand ASPHALT CONSTRUCTION MATERIALS AND DEBRIS FROM DEMOLITION WORK SHALL BE REMOVED FROM THE SITE AS WORK
ST PROGRESSES, UNLESS OTHERWISE NOTED.
17.  ISOLATE ALL DISSIMILAR METALS. G SHALL REQUEST APPROVAL BY THE ARCHITECT FOR MATERIALS USED FOR
THIS PURPOSE, PRIOR TO INSTALLATION.
— 18.  SEALANTS SHALL BE COMPATIBLE WITH ADJACENT SURFACE(S) THAT ARE IN CONTACT. REFER TO SPECIFICATIONS
CRAVEL PLYWOOD foam INSULATION o5y cost stone FOR APPROVED MANUFACTURERS AND PROCEDURES. ©
RN 19.  CAULK JOINTS OF DISSIMILAR EXPOSED TO VIEW MATERIALS AS REQUIRED BY THE ARCHITECT.
20.  ALL DOOR HARDWARE TO BE FL. ADA COMPLIANT.
21, ALL EXTERIOR WALLS, DOORS AND WINDOWS ARE EXISTING U.N.O.
=== gy @ BATT INSULATION RIGID INSULATION stone 22 ALL FINISHES TO BE PER CLASS INDICATED ON A—-004
= 23.  NO CONSTRUCTION SHALL OCCUR WITHOUT SHOP DRAWING APPROVAL. SHOP DRAWINGS TO BE PROVIDED TO
ARCHITECT FOR REVIEW UPON BEING REVIEWED AND SIGNED/DATED BY THE GENERAL CONTRACTOR AND SHALL INCLUDE
BUT NOT BE LIMITED TO THE FOLLOWING ITEMS:
] — CABINETRY MILLWORK
% . o] COUSTICAL CEILING TILE %/% ALUMINUM - glass — RUNNING TRIM AND CASING PROFILES
7 — PAINT/LAMINATE COLOR SAMPLES
— ACOUSTICAL CEILING AND GRID
— TOILET ACCESSORIES
RS turf block plastic STEEL WOOD BLOCKING — KITCHEN EQUIPMENT
SORK Lt — ROOF PENETRATIONS
— HVAC EQUIPMENT
— PLUMBING EQUIPMENT AND FIXTURES
— ELECTRICAL EQUIPMENT AND FIXTURES
T Pvers T el FINISHED 00D CONTINUOUS 00d 24, PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL SUBMIT (2) COPIES OF MATERIAL SAFETY DATA SHEETS
L ) (MSDS) FOR ALL PRODUCTS USED TO PERFORM THE WORK. )
4 SYMBOL  LEGEND N ABBREVIATIONS A
ABV ABOVE MANUF  MANUFACTURER
AFF ABOVE FINISH FLOOR MAX MAXIMUM
) NORTH AAROW ROOM ROOM/SPACE IDENTIFICATION ACT ACOUSTICAL CEILING TILE MO MASONRY OPENING
dh AHU AR HANDLER UNIT MECH  MECHANICAL
AL ALUMINUM MEMB  MEMBRANE
AB ANCHOR BOLT MTL METAL
D00k TAG @ AT My MINIMUM
(o0) BM BEAM N/A NOT APPLICABLE
O O T| T|_|-: DRAWING / DETAIL IDENTIFICATION BRG BEARING NIC NOT IN CONTRACT
———— BLK BLOCK NTS NOT TO SCALE
SCALE: 0 = 00 B BLock Mo Nove
WINDOW TAG BTM BOTTOM 0A OVERALL
_ -
BUR BUILT-UP ROOF
00 . . . J SECTION - REFERENCE CAB CABINET OPNG  OPENING
A—000 CPT CARPET OPP OPPOSITE
@ WALL TYPE REFERENCE e CEILING FINISH OH OVERHANG
. KEYNOTE NUMBER —NEW cIP CAST IN PLACE PAV PAVERS
C.S.I. DIVISION /KEY gho (C:ENUTNE(; . EQT EQ:QTED
_ T TN
00 4 \  DETAIL REFERENCE CT CERAMIC TILE PBO PURCHASED BY OWNER
A—000 N / KEYNOTE — DEMOLITION CLR CLEAR PF PRE—FINISHED /PRIMED
—-———— coL COLUMN PL PLATE
CONC  CONCRETE PLMB PLUMBING
MU CONCRETE MASONRY UNIT PLYWD  PLYWOOD
CONT  CONTINUOUS PT PRESSURE TREATED
} EXTERIOR ELEVATION KEYNOTE — NEW/RENOVATION CJ CONTROL JOINT POR POINT OF REFERENCE
A-000 DIA DIAMETER QT QUARRY TILE
DEMO  DEMOLITION R RADIUS
DR DOOR RCP REFLECTED CEILING PLAN
_ DN DOWN RENF  REINFORCED
NTEROR, ELEVATION KEYNOTE - FINISH/ACCESSORY ON DO ot RENE REWFORCED
00/A-100 DWG DRAWINGS REQD REQUIRED
ELEC ELECTRICAL RD ROOF DRAIN
EWC ELECTRIC WATER COOLER RM ROOM
P PROPERTY LINE REFERENCE ELEV ELEVATION go Ig(T)le(,}\lH OPENING
EQ EQUAL
ELEVATION : 0’0" ELEVATION TARGET EXIST EXISTING SECT SECTION
DESCRIPTION1 EJ EXPANSION JOINT SIM SIMILAR
¢ CENTER LINE REFERENCE EXT EXTERIOR SC SOLID CORE
FIN FINISH ST STUCCO
FV FIELD VERIFY SPEC SPECIFICATION
@ COLUMN GRID FE FIRE EXTINGUISHER SF SQUARE FOOT
0’ LEVEL CHANGE REFERENCE FIR FLOOR sS STAINLESS STEEL
- FD FLOOR DRAIN STL STEEL
@ . - FTG FOOTING STRUCT  STRUCTURAL
FR FIRE RETARDANT STD STANDARD
GA GAUGE R TRUSS
' — DETAIL CUT LINE oC GENERAL CONTRACTOR 16 TEMPERED GLASS
GALV GALVANIZED TEXT TEXTURED
GFI GROUND FAULT INTERRUPT TP TYPICAL
REVISION NUMBER AND CLOUD cYP GYPSUM T&G TONGUE & GROOVE
& HC HANDICAPPED T&B TOP & BOTTOM
HOW HARDWARE UL UNDERWRITERS LAB
I8 MATCH LINES HT HEIGHT UNO UNLESS NOTED OTHERWISE
1 HOR HEADER VP VAPOR BARRIER
! HM HOLLOW METAL VB VINYL BASE
| 00 Ic INSTALLED BY CONTRACTOR VT VINYL COMPOSITION=TILE
- T ~ A-000 10 INSTALLED BY OWNER VWC VINYL WALL COVERING
- INSUL  INSULATION Wwe WATER COOLER
' INT INTERIOR WH WATER HEATER
| JAN JANITOR WWF WELDED WIRE FABRIC
JT JOINT WD WOOD
LAM LAMINATED W/ WITH
LF LINEAR FEET W/0 WITHOUT
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REMOVE AND HAUL OLD ROOF AND DECKING, REPLACE WITH NEW 5/4" DOUGLAS FIR ROOF DECKING, A.
SQUARE GROOVE T&G, AND PLACE NEW ROOF FELT OVER ENTIRE DECK. NEW SHINGLES TO BE
CERTAINTEED LANDMARK TL COMPOSITE SHINGLES (WEATHERED WOOD) WITH COPPER DRIP PERIMETER B.
DRIP EDGE.

CAULK WITH CLEAR SILICONE SEALANT, ALL VERTICAL AND HORIZONTAL JOINTS WHERE BATS MAY
ENTER. DO THIS AT THE DISCRETION OF THE DNR INSPECTOR.

INSTALL NEW COPPER CHIMNEY STEP—FLASHING. C.
RESTAIN AND SEAL ALL WOOD MEMBERS AFTER THOROUGH COB BLASTING AND INSTALLATION OF NEW

WOOD MEMBERS. D.
REPLACE ALL FASCIA TRIM WITH LIKE HARDWOOD.

FILL ALL POWDER POST BEETLE HOLES AND RESTAIN. E.
REMOVE ALL WINDOW & DOOR SILLS AND REPLACE WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. F.
REMOVE AND REPLACE ALL WINDOW STOPS WITH LIKE MATERIAL, STAIN TO MATCH EXISTING.

REMOVE AND REPLACE HEAVY TIMBERS BEAM WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. G.

REMOVE ALL LIGHTS, CLEAN AND DISINFECT THEN REINSTALL AFTER COMPLETION.
REMOVE BEAM TAIL AND SPLICE PLATE IN NEW TIMBER BEAM TAIL WHERE TAIL MEETS THE WALL

STRUCTURE, STAIN TO MATCH EXISTING. H.
REMOVE AND REPLACE EXISTING GUTTERS AND DOWNSPOUTS WITH NEW 6" ALUMINUM GUTTERS AND l
DOWNSPOUTS IN ARCHITECTURAL BRONZE. J.

IN THE COMPANY OF THE DNR CONSTRUCTION INSPECTOR, MISIT SITE BEFORE SUBMITTING A BID AND
VERIFY THE EXTENT OF THE WORK.

DEMOLISH EXISTING ROOFING SYSTEM AND DAMAGED WOOD MEMBERS. REUSE WOOD MEMBERS
DESIGNATED BY THE DNR CONSTRUCTION INSPECTOR, AS SERVICEABLE, CLEAN, STRIP AND REFINISH.
CONTRACTORS TO TAKE MEASUREMENTS, PHOTOS, & NOTES TO FACILITATE REPLICATION OF EXISTING
STRUCTURE.

SALVAGE METAL STRAPS AND BOLTS TO BE REUSED, CLEAN, STRIP AND REFINISH, AS DIRECTED BY
THE DNR CONSTRUCTION INSPECTOR.

CONSTRUCT LOG STRUCTURES, AS SHOWN ON THE DRAWINGS, AND AS DIRECTED BY THE DNR
INSPECTOR. FINISH AS SPECIFIED.

VERIFY ALL DIMENSIONS AND MEASUREMENTS PRIOR TO COMMENCING CONSTRUCTION.

ALL LOGS AND TIMBER TO BE REPLACED SHALL BE REPLACED WITH LIKE, SEASONED, HARDWOOD OF
SIMILAR DIMENSIONS.

CLEAN AND DISINFECT ALL INTERIOR SURFACES WHILE ROOF STRUCTURE IS REMOVED TO USING WATER
AND NON-IONIC DETERGENT WITH NATURAL BRISTLE BRUSH ON MASONTRY AND WOOD, USE
DISINFECTANT TO CLEAN BAT GUANO.

POWER WASH AND DISINFECT ALL INTERIOR SURFACES, TAKING CARE NOT TO RUIN FINISHES.

FILL ALL WOOD BORING INSECT HOLES AND REFINISH TO MATCH EXISTING STAIN.

REPLACE ANY ROTTEN OR DETERIORATED PURLIN WITH SEASONED HARDWOOD PURLIN OF SIMILAR
DIMESION.  ANY PURLINS THAT ARE SALVAGABLE, PER DNR INSPECTOR'S APPROVAL, SHALL HAVE
EPOXY CONSOLIDATION ON AREAS OF DETERIORATION.

K. ALL VERTICAL AND HORIZONTAL JOINTS IN SIDING, WINDOWS, DOORS AND ROOF DECKING MUST BE

CAULKED WITH CLEAR SILICONE AFTER PAINTING AND SEALING HAS FINISHED.

1/4", BACKER ROD OF COORESPONDING DIAMETER MUST BE USED, TAKING CARE NOT TO MAKE A MESS
ON THE BUILDING. ON ROOF DECKING, SEALANT SHOULD BE USED THE ENTIRE EXTERIOR RUN OF THE
EAVE, WHILE ON THE INTERIOR, ONLY THE FIRST 6" EXPOSED SHOULD BE CAULKED. THE INTERIOR
JOINT WHERE THE TOP BEAM RESTS ON THE MASONRY SHOULD BE CAULKED BOTH TOP AND BOTTOM

TO ENSURE A COMPLETE SEAL.
L. SODA OR COB BLAST ALL WOOD MEMBERS, RESTAIN WITH LIKE STAIN.

M. CONTRACTOR SHALL, AFTER THE ROOF STRUCTURE IS COMPLETELY REMOVED, HAVE AN EXTERMINATOR
TENT THE ENTIRE STRUCTURE AND FUMIGATE THE STRUCTURE TO KILL OFF ALL POWDER POST BEETLES
IN THE NORTH LODGE FACILITY. FUMIGATION GAS SHALL BE VIKANE 10X GAS TO KILL ALL LARVAE AND

EGGS.
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1. REMOVE AND HAUL OLD ROOF AND DECKING, REPLACE WITH NEW 5/4” DOUGLAS FIR ROOF A. IN THE COMPANY OF THE DNR CONSTRUCTION INSPECTOR, VISIT SITE BEFORE SUBMITTING A BID AND K. ALL VERTICAL AND HORIZONTAL JOINTS IN SIDING, WINDOWS, DOORS AND ROOF DECKING MUST BE
DECKING, SQUARE GROOVE T&G, AND PLACE NEW ROOF FELT OVER ENTIRE DECK. NEW SHINGLES VERIFY THE EXTENT OF THE WORK. CAULKED WITH CLEAR SILICONE AFTER PAINTING AND SEALING HAS FINISHED. IN GAPS DEEPER THAN o = REVESION
TO BE CERTAINTEED LANDMARK TL COMPOSITE SHINGLES (WEATHERED WOOD) WITH COPPER DRIP B.  DEMOLISH EXISTING ROOFING SYSTEM AND DAMAGED WOOD MEMBERS. REUSE WOOD MEMBERS 1/4", BACKER ROD OF COORESPONDING DIAMETER MUST BE USED, TAKING CARE NOT TO MAKE A MESS | DATE
PERIMETER DRIP EDGE. DESIGNATED BY THE DNR CONSTRUCTION INSPECTOR, AS SERVICEABLE, CLEAN, STRIP AND REFINISH. ON THE BUILDING. ON ROOF DECKING, SEALANT SHOULD BE USED THE ENTIRE EXTERIOR RUN OF THE
2. CAULK WITH CLEAR SILICONE SEALANT, ALL VERTICAL AND HORIZONTAL JOINTS WHERE BATS MAY CONTRACTORS TO TAKE MEASUREMENTS, PHOTOS, & NOTES TO FACILITATE REPLICATION OF EXISTING EAVE, WHILE ON THE INTERIOR, ONLY THE FIRST 6” EXPOSED SHOULD BE CAULKED. THE INTERIOR
ENTER. DO THIS AT THE DISCRETION OF THE DNR INSPECTOR. STRUCTURE. JOINT WHERE THE TOP BEAM RESTS ON THE MASONRY SHOULD BE CAULKED BOTH TOP AND BOTTOM
3. INSTALL NEW COPPER CHIMNEY STEP—FLASHING. C. SALVAGE METAL STRAPS AND BOLTS TO BE REUSED, CLEAN, STRIP AND REFINISH, AS DIRECTED BY TO ENSURE A COMPLETE SEAL.
4, RESTAIN AND SEAL ALL WOOD MEMBERS AFTER THOROUGH COB BLASTING AND INSTALLATION OF THE DNR CONSTRUCTION INSPECTOR. L. SODA OR COB BLAST ALL WOOD MEMBERS, RESTAIN WITH LIKE STAIN.
NEW WOOD MEMBERS. D. CONSTRUCT LOG STRUCTURES, AS SHOWN ON THE DRAWINGS, AND AS DIRECTED BY THE DNR M. CONTRACTOR SHALL, AFTER THE ROOF STRUCTURE IS COMPLETELY REMOVED, HAVE AN EXTERMINATOR
5. REPLACE ALL FASCIA TRIM WITH LIKE HARDWOOD. INSPECTOR. FINISH AS SPECIFIED. TENT THE ENTIRE STRUCTURE AND FUMIGATE THE STRUCTURE TO KILL OFF ALL POWDER POST BEETLES
6. FILL ALL POWDER POST BEETLE HOLES AND RESTAIN. E. VERIFY ALL DIMENSIONS AND MEASUREMENTS PRIOR TO COMMENCING CONSTRUCTION. IN THE NORTH LODGE FACILITY. FUMIGATION GAS SHALL BE VIKANE 10X GAS TO KILL ALL LARVAE AND
7. REMOVE ALL WINDOW & DOOR SILLS AND REPLACE WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. F. ALL LOGS AND TIMBER TO BE REPLACED SHALL BE REPLACED WITH LIKE, SEASONED, HARDWOOD OF EGGS. DRAWN BY:| PROJECT NUMBER:
8. REMOVE AND REPLACE ALL WINDOW STOPS WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. SIMILAR DIMENSIONS. 13-02-94-05
9. REMOVE AND REPLACE HEAVY TIMBERS BEAM WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. G. CLEAN AND DISINFECT ALL INTERIOR SURFACES WHILE ROOF STRUCTURE IS REMOVED TO USING WATER
10. REMOVE ALL LIGHTS, CLEAN AND DISINFECT THEN REINSTALL AFTER COMPLETION. AND NON—IONIC DETERGENT WITH NATURAL BRISTLE BRUSH ON MASONTRY AND WOOD, USE CHKDBY: | DATE:
11, REMOVE BEAM TAIL AND SPLICE PLATE IN NEW TIMBER BEAM TAIL WHERE TAIL MEETS THE WALL DISINFECTANT TO CLEAN BAT GUANO. 12.24.2013
STRUCTURE, STAIN TO MATCH EXISTING. H. POWER WASH AND DISINFECT ALL INTERIOR SURFACES, TAKING CARE NOT TO RUIN FINISHES. 24,
12. REMOVE AND REPLACE EXISTING GUTTERS AND DOWNSPOUTS WITH NEW 6” ALUMINUM GUTTERS AND . FILL ALL WOOD BORING INSECT HOLES AND REFINISH TO MATCH EXISTING STAIN. SHEET No:
DOWNSPOUTS IN ARCHITECTURAL BRONZE. J. REPLACE ANY ROTTEN OR DETERIORATED PURLIN WITH SEASONED HARDWOOD PURLIN OF SIMILAR
DIMESION.  ANY PURLINS THAT ARE SALVAGABLE, PER DNR INSPECTOR'S APPROVAL, SHALL HAVE
\\\ EPOXY CONSOLIDATION ON AREAS OF DETERIORATION. . A 200 /
[ ]
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REMOVE AND HAUL OLD ROOF AND DECKING, REPLACE WITH NEW 5/4" DOUGLAS FIR ROOF DECKING,
SQUARE GROOVE T&G, AND PLACE NEW ROOF FELT OVER ENTIRE DECK. NEW SHINGLES TO BE
CERTAINTEED LANDMARK TL COMPOSITE SHINGLES (WEATHERED WOOD) WITH COPPER DRIP PERIMETER
DRIP EDGE.

CAULK WITH CLEAR SILICONE SEALANT, ALL VERTICAL AND HORIZONTAL JOINTS WHERE BATS MAY
ENTER. DO THIS AT THE DISCRETION OF THE DNR INSPECTOR.

INSTALL NEW COPPER CHIMNEY STEP—FLASHING.

RESTAIN AND SEAL ALL WOOD MEMBERS AFTER THOROUGH COB BLASTING AND INSTALLATION OF NEW
WOOD MEMBERS.

REPLACE ALL FASCIA TRIM WITH LIKE HARDWOOD.

FILL ALL POWDER POST BEETLE HOLES AND RESTAIN.

REMOVE ALL WINDOW & DOOR SILLS AND REPLACE WITH LIKE MATERIAL, STAIN TO MATCH EXISTING.
REMOVE AND REPLACE ALL WINDOW STOPS WITH LIKE MATERIAL, STAIN TO MATCH EXISTING.

REMOVE AND REPLACE HEAVY TIMBERS BEAM WITH LIKE MATERIAL, STAIN TO MATCH EXISTING.
REMOVE ALL LIGHTS, CLEAN AND DISINFECT THEN REINSTALL AFTER COMPLETION.

REMOVE BEAM TAIL AND SPLICE PLATE IN NEW TIMBER BEAM TAIL WHERE TAIL MEETS THE WALL
STRUCTURE, STAIN TO MATCH EXISTING.

REMOVE AND REPLACE EXISTING GUTTERS AND DOWNSPOUTS WITH NEW 6" ALUMINUM GUTTERS AND
DOWNSPOUTS IN ARCHITECTURAL BRONZE.

IN THE COMPANY OF THE DNR CONSTRUCTION INSPECTOR, MISIT SITE BEFORE SUBMITTING A BID AND
VERIFY THE EXTENT OF THE WORK.

DEMOLISH EXISTING ROOFING SYSTEM AND DAMAGED WOOD MEMBERS. REUSE WOOD MEMBERS
DESIGNATED BY THE DNR CONSTRUCTION INSPECTOR, AS SERVICEABLE, CLEAN, STRIP AND REFINISH.
CONTRACTORS TO TAKE MEASUREMENTS, PHOTOS, & NOTES TO FACILITATE REPLICATION OF EXISTING
STRUCTURE.

SALVAGE METAL STRAPS AND BOLTS TO BE REUSED, CLEAN, STRIP AND REFINISH, AS DIRECTED BY
THE DNR CONSTRUCTION INSPECTOR.

CONSTRUCT LOG STRUCTURES, AS SHOWN ON THE DRAWINGS, AND AS DIRECTED BY THE DNR
INSPECTOR. FINISH AS SPECIFIED.

VERIFY ALL DIMENSIONS AND MEASUREMENTS PRIOR TO COMMENCING CONSTRUCTION.

ALL LOGS AND TIMBER TO BE REPLACED SHALL BE REPLACED WITH LIKE, SEASONED, HARDWOOD OF
SIMILAR DIMENSIONS.

CLEAN AND DISINFECT ALL INTERIOR SURFACES WHILE ROOF STRUCTURE IS REMOVED TO USING WATER
AND NON-IONIC DETERGENT WITH NATURAL BRISTLE BRUSH ON MASONTRY AND WOOD, USE
DISINFECTANT TO CLEAN BAT GUANO.

POWER WASH AND DISINFECT ALL INTERIOR SURFACES, TAKING CARE NOT TO RUIN FINISHES.

FILL ALL WOOD BORING INSECT HOLES AND REFINISH TO MATCH EXISTING STAIN.

REPLACE ANY ROTTEN OR DETERIORATED PURLIN WITH SEASONED HARDWOOD PURLIN OF SIMILAR
DIMESION.  ANY PURLINS THAT ARE SALVAGABLE, PER DNR INSPECTOR'S APPROVAL, SHALL HAVE
EPOXY CONSOLIDATION ON AREAS OF DETERIORATION.

K. ALL VERTICAL AND HORIZONTAL JOINTS IN SIDING, WINDOWS, DOORS AND ROOF DECKING MUST BE
CAULKED WITH CLEAR SILICONE AFTER PAINTING AND SEALING HAS FINISHED. IN GAPS DEEPER THAN
1/4", BACKER ROD OF COORESPONDING DIAMETER MUST BE USED, TAKING CARE NOT TO MAKE A MESS
ON THE BUILDING. ON ROOF DECKING, SEALANT SHOULD BE USED THE ENTIRE EXTERIOR RUN OF THE
EAVE, WHILE ON THE INTERIOR, ONLY THE FIRST 6" EXPOSED SHOULD BE CAULKED. THE INTERIOR
JOINT WHERE THE TOP BEAM RESTS ON THE MASONRY SHOULD BE CAULKED BOTH TOP AND BOTTOM
TO ENSURE A COMPLETE SEAL.

L. SODA OR COB BLAST ALL WOOD MEMBERS, RESTAIN WITH LIKE STAIN.

M. CONTRACTOR SHALL, AFTER THE ROOF STRUCTURE IS COMPLETELY REMOVED, HAVE AN EXTERMINATOR
TENT THE ENTIRE STRUCTURE AND FUMIGATE THE STRUCTURE TO KILL OFF ALL POWDER POST BEETLES
IN THE NORTH LODGE FACILITY. FUMIGATION GAS SHALL BE VIKANE 10X GAS TO KILL ALL LARVAE AND
EGGS.
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02 SCALE: 1/4" = 1'-0" SCALE: 1/4" = 1'-0”
1. REMOVE AND HAUL OLD ROOF AND DECKING, REPLACE WITH NEW 5/4” DOUGLAS FIR ROOF A. IN THE COMPANY OF THE DNR CONSTRUCTION INSPECTOR, VISIT SITE BEFORE SUBMITTING A BID AND K. ALL VERTICAL AND HORIZONTAL JOINTS IN SIDING, WINDOWS, DOORS AND ROOF DECKING MUST BE
DECKING, SQUARE GROOVE T&G, AND PLACE NEW ROOF FELT OVER ENTIRE DECK. NEW SHINGLES VERIFY THE EXTENT OF THE WORK. CAULKED WITH CLEAR SILICONE AFTER PAINTING AND SEALING HAS FINISHED. IN GAPS DEEPER THAN
TO BE CERTAINTEED LANDMARK TL COMPOSITE SHINGLES (WEATHERED WOOD) WITH COPPER DRIP B. DEMOLISH EXISTING ROOFING SYSTEM AND DAMAGED WOOD MEMBERS. REUSE WOOD MEMBERS 1/4", BACKER ROD OF COORESPONDING DIAMETER MUST BE USED, TAKING CARE NOT TO MAKE A MESS
PERIMETER DRIP EDGE. DESIGNATED BY THE DNR CONSTRUCTION INSPECTOR, AS SERVICEABLE, CLEAN, STRIP AND REFINISH. ON THE BUILDING. ON ROOF DECKING, SEALANT SHOULD BE USED THE ENTIRE EXTERIOR RUN OF THE
2. CAULK WITH CLEAR SILICONE SEALANT, ALL VERTICAL AND HORIZONTAL JOINTS WHERE BATS MAY CONTRACTORS TO TAKE MEASUREMENTS, PHOTOS, & NOTES TO FACILITATE REPLICATION OF EXISTING EAVE, WHILE ON THE INTERIOR, ONLY THE FIRST 6” EXPOSED SHOULD BE CAULKED. THE INTERIOR
ENTER. DO THIS AT THE DISCRETION OF THE DNR INSPECTOR. STRUCTURE. JOINT WHERE THE TOP BEAM RESTS ON THE MASONRY SHOULD BE CAULKED BOTH TOP AND BOTTOM
3. INSTALL NEW COPPER CHIMNEY STEP-FLASHING. C. SALVAGE METAL STRAPS AND BOLTS TO BE REUSED, CLEAN, STRIP AND REFINISH, AS DIRECTED BY TO ENSURE A COMPLETE SEAL.
4, RESTAIN AND SEAL ALL WOOD MEMBERS AFTER THOROUGH COB BLASTING AND INSTALLATION OF THE DNR CONSTRUCTION INSPECTOR. L. SODA OR COB BLAST ALL WOOD MEMBERS, RESTAIN WITH LIKE STAIN.
NEW WOOD MEMBERS. D. CONSTRUCT LOG STRUCTURES, AS SHOWN ON THE DRAWINGS, AND AS DIRECTED BY THE DNR M. CONTRACTOR SHALL, AFTER THE ROOF STRUCTURE IS COMPLETELY REMOVED, HAVE AN EXTERMINATOR
5. REPLACE ALL FASCIA TRIM WITH LIKE HARDWOOD. INSPECTOR. FINISH AS SPECIFIED. TENT THE ENTIRE STRUCTURE AND FUMIGATE THE STRUCTURE TO KILL OFF ALL POWDER POST BEETLES
6. FILL ALL POWDER POST BEETLE HOLES AND RESTAIN. E. VERIFY ALL DIMENSIONS AND MEASUREMENTS PRIOR TO COMMENCING CONSTRUCTION. IN THE NORTH LODGE FACILITY. FUMIGATION GAS SHALL BE VIKANE 10X GAS TO KILL ALL LARVAE AND
7. REMOVE ALL WINDOW & DOOR SILLS AND REPLACE WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. F. ALL LOGS AND TIMBER TO BE REPLACED SHALL BE REPLACED WITH LIKE, SEASONED, HARDWOOD OF EGGS.
8. REMOVE AND REPLACE ALL WINDOW STOPS WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. SIMILAR DIMENSIONS.
9. REMOVE AND REPLACE HEAVY TIMBERS BEAM WITH LIKE MATERIAL, STAIN TO MATCH EXISTING. G. CLEAN AND DISINFECT ALL INTERIOR SURFACES WHILE ROOF STRUCTURE IS REMOVED TO USING WATER
10. REMOVE ALL LIGHTS, CLEAN AND DISINFECT THEN REINSTALL AFTER COMPLETION. AND NON—IONIC DETERGENT WITH NATURAL BRISTLE BRUSH ON MASONTRY AND WOOD, USE
11. REMOVE BEAM TAIL AND SPLICE PLATE IN NEW TIMBER BEAM TAIL WHERE TAIL MEETS THE WALL DISINFECTANT TO CLEAN BAT GUANO.

STRUCTURE, STAIN TO MATCH EXISTING.

DOWNSPOUTS IN ARCHITECTURAL BRONZE.
13. REPLACE WATER DAMAGED PURLINS WITH LIKE MATERIAL, STAIN TO MATCH EXISTING.

12. REMOVE AND REPLACE EXISTING GUTTERS AND DOWNSPOUTS WITH NEW 6" ALUMINUM GUTTERS AND

H. POWER WASH AND DISINFECT ALL INTERIOR SURFACES, TAKING CARE NOT TO RUIN FINISHES.

FILL ALL WOOD BORING INSECT HOLES AND REFINISH TO MATCH EXISTING STAIN.

J. REPLACE ANY ROTTEN OR DETERIORATED PURLIN WITH SEASONED HARDWOOD PURLIN OF SIMILAR
DIMESION.  ANY PURLINS THAT ARE SALVAGABLE, PER DNR INSPECTOR'S APPROVAL, SHALL HAVE
EPOXY CONSOLIDATION ON AREAS OF DETERIORATION.
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