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DIRECTORY PROJECT DATA BUILDING DATA BUILDING CODES BID ITEMS 3
A S
X
OWNER DNR INSPECTOR ITEM DESCRIPTION ESTIMATED — 0
BUILDING CODE - 2009 INTERNATIONAL BUILDING CODE NUMBER QUANTITY — o
COMPANY IOWA DEPARTMENT OF NATURAL RESOURCES| COMPANY IOWA DEPARTMENT OF NATURAL RESOURCES )
STRUCTURAL CODE —2009 INTERNATIONAL BUILDING CODE 1 | MASONRY CLEANING AND PREPING 1 LUMP SUM —
ADDRESS 502 E. 9TH. ST. ADDRESS - N
2 | MASONRY REPOINTING 1 LUMP SUM L .
CITY,STATE,ZIP DES MOINES, 1A 50319 CITY,STATE,ZIP INDIANOLA, 1A PLUMBING CODE — 2009 INTERNATIONAL BUILDING CODE %
3 | LEAD PAINT ABATEMENT 1 LUMP SUM LLl V)
CONTACT N/A CONTACT JASON KRUSE MECHANICAL CODE — 2009 INTERNATIONAL BUILDING CODE T oEI0 TN O SPEGFED TS L S I ; D
TELEPHONE >15.281.5918 TELEPHONE 215.250.3707 ELECTRICAL CODE — 2009 INTERNATIONAL BUILDING CODE O
-~ £15 2816794 ”~ - 5 | ASBESTOS ABATEMENT 1 LUMP SUM V) = Z
— FIRE_PREVENTION CODE — 2009 INTERNATIONAL FIRE PREVENTION CODE 6 1 LUMP SUM o
AL N/A AL ASONKRUSEGONR IOWA GOV REPAINTING CEILING AND WINDOWS (INCLUDE REGLAZING WINDOWS) 2% S
ACCESSIBILITY CODE — 2009 INTERNATIONAL BUILDING CODE, CHAPTER 11 7 | NEW SCUPPER HEAD-BOXES AND DOWNSPOUTS 1 LUMP SUM LL| 5
ARCHITECT MECHANICAL ENGINEER 8 | NEW LIGHTING, ELECTRICAL AND FAN 1 LUMP SUM o O
ENERGY CODE — 2009 INTERNATIONAL ENERGY EFFICIENCY CODE > —
COMPANY IOWA DEPARTMENT OF NATURAL RESOURCES| COMPANY KCL ENGINEERING = 9 | MOBILIZATION 1 LUMP SUM w (Y
(7]
ADDRESS 502 E. 9TH. ST. ADDRESS 218 1/2 5TH STREET O % @
CITY,STATE,ZIP DES MOINES, IA 50319 CITY,STATE,ZIP WEST DES MOINES, IA 50265 ( ) o
CONTACT RYAN RICHEY CONTACT CHAD BASS ' Q
I Z
TELEPHONE 515.979.0107 TELEPHONE 515-205-1397 < 3
FAX - FAX - L gg
EMAIL RYAN.RICHEY@DNR.IOWA.GOV EMAIL CBASS@KCLENGINEERING.COM <
. / 0% s
ELECTRICAL ENGINEER Z <
COMPANY KCL ENGINEERING COMPANY _ a N N\ 5
o e o e PROJECT DESCRIPTION AUTHORIZATION TO BID N | 3
CITY,STATE,ZIP WEST DES MOINES, IA 50265 CITY,STATE,ZIP - T —
NO.
CONTACT JAMES DEEDS CONTACT - CONSIDERABLE DAMAGE HAS OCCURRED TO THE BRICK OF THE SHELL STRUCTURE AT THE IOWA DNR BUILDING. THIS IS PRIMARILY CAUSED BY POOR WATER MANAGEMENT, THE ROOF HAS LEAKED AND -
TELEPHONE 515_371-9970 TELEPHONE - WILL CONTINUE TO LEAK AS IT IS NOT PROPERLY MAINTAINED AND INFREQUENTLY USED. ALSO, SECURITY ISSUES OVER THE PAST COUPLE OF STATE FAIRS HAVE LEAD TO THE NEED FOR BETTER
LIGHTING AROUND THE BUILDING AT NIGHT. THE RESTROOM IS ALSO NOT FUNCTIONAL NOR ADA COMPLIANT, WE WILL BE UPDATING THE RESTROOM TO CODE COMPLIANCE. NEW LED SITE LIGHTING WILL
FAX - FAX - BE USED TO BRIGHTEN THE AREA AND HELP WITH SECURITY ISSUES. THE ROOF WILL BE REMOVED AND A NEW FULLY-ADHERED EPDM ROOF WILL BE PLACED INSTEAD, HALTING THE CONTINUAL
EMAIL JDEEDS@KCLENGINEERING.COM EMAIL - DETERIORATION  OF THE BUILDING.
COMPANY - COMPANY ~ AUTHORIZATION — PARKS | WILDLIFE | FISHERIES | LAW ENFORCEMENT | FORESTRY DATE ANV EEp————
ADDRESS - ADDRESS - 14-05-77-07
CITY,STATE,ZIP - CITY,STATE,ZIP - CHKD BY: | DATE:
CONTACT - CONTACT - 02.19.2014
TELEPHONE - TELEPHONE - SHEET No:
X - FAX -
ENGINEERING BUREAU CHIEF DATE
- EMAIL - RN o anN -
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1. IN INTERIOR SPACES THE ACTUAL DIMENSIONS MAY BE LESS IMPORTANT THAN IF AT 7. WHEN ONE JAMB OCCURS AT A COLUMN OR GRID LINE NO DIMENSIONS WILL BE THE FOLLOWING GENERAL NOTES SHALL PERTAIN TO THE ENTIRE SET OF CONTRACT DOCUMENTS
TWO ELEMENTS IN THE BUILDING WERE TO BE EQUAL. IN THESE CASES, THE WORD SHOWN ON THE SMALL SCALE PLANS. THE OPENING WIDTH WILL BE GOVERNED BY GENERAL CONTRACTOR SHALL NOTE THAT THE  ARCHITECTURAL DRAVINGS. ARE. ESTABLISING A MUY
" " CRITERIA OR SCHEDULES. :
EQUAL OR Q™15 USED IN LIEU OF THE ACTUAL DIMENSIONS. MATERIAL OR CONSTRUCTION METHOD STANDARD. THE GENERAL CONTRACTOR SHALL PROVIDE A BID PRICE
BASED ON THE SPECIFIC MATERIALS NOTED.
Z gT\ENBé g&%ﬁs%ﬁggmw IS INDICATED ONLY ONE SIDE OF THE ROOMS ELEMENTS 8. mEE%STg@DER JAMB OCCURS AT A COLUMN OR GRID LINE ONE JAMB WILL BE 2. DO NOT SCALE DRAWINGS. IF DIMENSIONS ARE IN QUESTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
: : OBTAINING CLARIFICATION FROM THE ARCHITECT BEFORE CONTINUING WITH CONSTRUCTION.
3. COLUMN IDENTIFICATION: DETAILS WILL GOVERN ALL DIMENSIONS AND NO DIMENSIONS 9. DOOR LOCATIONS ARE TO BE LOCATED BY ONE OF FOLLOWING: > f\EﬁEﬁ:ﬁ\LBLCEOI&%éCsT%%v%ﬁg BECAOCNHTRT/?%(/:\TDOEF.{S AL PERFORA THEIR WORKCIN ACCORDANGE W ALL
WILL BE SHOWN ON SMALL SCALE PLANS. . 4. THE CONTRACTOR SHALL MAINTAIN A CLEAN AND ORGANIZED JOB SITE, ACCEPTABLE TO THE OWNER.
a. ONE JAMB FACE LOCATED BY A PARTITION AT RIGHT ANGLE. 4 TYPICAL 5. THE CONTRACTOR SHALL COORDINATE THE SEQUENCE OF WORK WITH THE OWNER REPRESENTATIVE..
4. PARTITION CENTERED ON COLUMN OR GRID LINES WILL NOT BE DIMENSIONED ON UNLESS INDICATED ON PLAN. 6. THERE SHALL BE NO DEVIATION BY THE GENERAL CONTRACTOR FROM THE CONSTRUCTION DOCUMENTS UNLESS
SMALL SCALE PLANS. APPROVED IN WRITING BY THE ARCHITECT.
b.  OR AS DIMENSIONED ON PLAN. 7. EACH CONTRACTOR SHALL VERIFY EXISTING CONDITIONS IN THE FIELD PRIOR TO THE INITIATION OF WORK AND
5 PARTITION WITH A FINISHED FACE FLUSH WITH FINISH FACE OF COLUMN WILL NOT SHALL NOTIFY THE ARCHITECT OF ANY DISCREPANCIES OR CONDITIONS INTERFERING WITH THE ABILITY OF THE
be DIMENSIONED ON SMALL SCALE PLANS. 10.  PARTITIONS ARE DIMENSIONED TO FACE OF CMU OR FACE OF STUD UNLESS CONTRACTOR TO COMPLETE WORK AS  OUTLINED ON THE CONSTRUCTION DRAWINGS.
OTHERWISE. NOTED. 8. ALL CONTRACTORS ARE REQUIRED TO COORDINATE THEIR WORK WITH OTHER TRADES. LACK OF THIS
o FTIon it X O N R 60 L WL T £ DU LI D S W S
SMALL SCALE PLANS . 11. DIMENSIONS ARE INDICATED IN THE DOCUMENTS. THE DRAWINGS SHALL NOT BE C CONSTRUCTION
SCALED FOR DIMENSIONS. 10.  THE CONTRACTOR WILL VERIFY THAT EXIT EGRESS IS MAINTAINED FOR ALL OCCUPIED AREAS OF THE BUILDING
THROUGHOUT ALL PHASES OF CONSTRUCTION.
1. PLAN DIMENSIONS ARE GIVEN TO FACE OF STUD OR BLOCK WALL. "CLEAR” DIMENSIONS ARE GIVEN TO THE FACE
K j 12 THE OWNER WILL ASSUME ALL LIABILITY AND SHALL TAKE PERSONAL RESPONSIBILITY FOR ANY DECISIONS THAT
THEY MAKE TO CHANGE OR ALTER THE CONSTRUCTION DOCUMENTS WITHOUT THE ARCHITECT'S WRITTEN
APPROVAL.
/ N\ 13 PROTECT ALL EXISTING FINISHES AND MATERIALS TO REMAIN, IN ACCORDANCE WITH ACCEPTABLE TRADE
MATERIAL LEGEND PRACTICES, MANUFACTURER, RECOMMENDATIONS, OR AS DIRECTED BY THE ARCHITECT.
14, CUTTING OF EXISTING CONSTRUCTION FOR THE INSTALLATION OF ALL NEW WORK BY ALL TRADES, AND THE
SUBSEQUENT PATCHING THEREOF, SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR, WHETHER THE
EARTH CONCRETE MASONRY UNIT GYPSUM / STUCCO 7 brick WORK IS DONE BY HIS OWN FORCES OR NOT. GRINDING OF MATERIALS FOR REMOVAL SHALL NOT BE PERMITTED. CUTTING
EEEE //% SHALL BE TO STRAIGHT LINE. UNWORKMAN—LIKE CUTTING, DAMAGE RESULTING THEREFROM AND UNACCEPTABLE
2 PATCHING SHALL BE REPAIRED AND/OR REPLACED TO AN ACCEPTABLE CONDITION APPROVED BY THE ARCHITECT. A
OWNER PROJECT REPRESENTATIVE SHALL BE NOTIFIED PRIOR TO CUTTING OF ANY STRUCTURAL ITEM (I.E. CONCRETE
FLOOR, MASONRY, ~ WALL, ETC.) WITHIN THE EXISTING BUILDING. METHOD OF CUTTING SHALL BE APPROVED BY THE
COMPACTED EARTH | [ metol stud grout iyo|  CONCRETE OWNER PROJECT REPRESENTATIVE.
15.  PATCHING MATERIAL SHALL MATCH EXISTING ADJACENT MATERIALS AS CLOSELY AS POSSIBLE IN COLOR,
PATTERNS, AND/OR TEXTURES.
16.  ALL SALVAGE MATERIALS REMOVED SHALL REMAIN THE PROPERTY OF THE OWNER. ALL NON-SALVAGE
v~ ORASS | PARTICLE BOARD sand ASPHALT CONSTRUCTION MATERIALS AND DEBRIS FROM DEMOLITION WORK SHALL BE REMOVED FROM THE SITE AS WORK
NS PROGRESSES, UNLESS OTHERWISE NOTED.
17. ISOLATE ALL DISSIMILAR METALS. GC SHALL REQUEST APPROVAL BY THE ARCHITECT FOR MATERIALS USED FOR
THIS PURPOSE, PRIOR TO INSTALLATION.
— 18.  SEALANTS SHALL BE COMPATIBLE WITH ADJACENT SURFACE(S) THAT ARE IN CONTACT. REFER TO SPECIFICATIONS
CRAVEL PLYWOOD foam INSULATION o5y cost stone FOR APPROVED MANUFACTURERS AND PROCEDURES.
atd 19.  CAULK JOINTS OF DISSIMILAR EXPOSED TO VIEW MATERIALS AS REQUIRED BY THE ARCHITECT.
20.  ALL DOOR HARDWARE TO BE FL. ADA COMPLIANT.
21.  ALL EXTERIOR WALLS, DOORS AND WINDOWS ARE EXISTING U.N.O.
=== cloy @ BATT INSULATION RIGID INSULATION stone 22, ALL FINISHES TO BE PER CLASS INDICATED ON A—004
== 23, NO CONSTRUCTION SHALL OCCUR WITHOUT SHOP DRAWING APPROVAL. SHOP DRAWINGS TO BE PROVIDED TO
ARCHITECT FOR REVIEW UPON BEING REVIEWED AND SIGNED/DATED BY THE GENERAL CONTRACTOR AND SHALL INCLUDE
BUT NOT BE LIMITED TO THE FOLLOWING ITEMS:
i — CABINETRY MILLWORK
% . o] COUSTICAL CEILING TILE %/% ALUMINUM - glass — RUNNING TRIM AND CASING PROFILES
7. — PAINT/LAMINATE COLOR SAMPLES
— ACOUSTICAL CEILING AND GRID
— TOILET ACCESSORIES
RS turf block plastic STEEL WOOD BLOCKING — KITCHEN EQUIPMENT
SORK Lt — ROOF PENETRATIONS
— HVAC EQUIPMENT
— PLUMBING EQUIPMENT AND FIXTURES
— ELFCTRICAL EQUIPMENT AND FIXTURES
T Pvers ] P FINISHED WOOD CONTINUOUS W00d 24, PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL SUBMIT (2) COPIES OF MATERIAL SAFETY DATA SHEETS
K ) (MSDS) FOR ALL PRODUCTS USED TO PERFORM THE WORK. j
4 SYMBOL  LEGEND A ABBREVIATIONS A
ABV ABOVE MANUF  MANUFACTURER
AFF ABOVE FINISH FLOOR MAX MAXIMUM
) NORTH AAROW ROOM ROOM/SPACE IDENTIFICATION ACT ACOUSTICAL CEILING TILE MO MASONRY OPENING
dh AHU AR HANDLER UNIT MECH  MECHANICAL
AL ALUMINUM MEMB MEMBRANE
AB ANCHOR BOLT MTL METAL
D00R TAG @ AT MIN MINIMUM
TITLE DRAWING / DETAIL IDENTIFICATION 3?3@ ggﬁgme M;A N% mpz%m%\%
00 SCALE: 0 = 00 BLK BLOCK NTS NOT TO SCALE
BD BOARD 4 NO  NUMBER
WINDOW TAG BTM BOTTOM 0A OVERALL
_ 5 amm
BUR BUILT-UP ROOF
00 . . . J SECTION - REFERENCE CAB CABINET OPNG  OPENING
A—000 CPT CARPET OPP OPPOSITE
-000) WALL TYPE REFERENCE CF CEILING FINISH OH OVERHANG
KEYNOTE NUMBER —NEW CIP CAST IN PLACE PAV PAVERS
C.S.l. DIVISION /KEY CLG CEILING EgT EQ:QTED
-—— ==~ oL CENTER LINE
00 4 \  DETAIL REFERENCE CT CERAMIC TILE PBO PURCHASED BY OWNER
A—000 N / KEYNOTE — DEMOLITION CLR CLEAR PF PRE—FINISHED /PRIMED
-———=- coL COLUMN PL PLATE
CONC CONCRETE PLMB PLUMBING
CMU CONCRETE MASONRY UNIT PLYWD  PLYWOOD
CONT CONTINUOUS PT PRESSURE TREATED
} EXTERIOR ELEVATION KEYNOTE — NEW/RENOVATION CJ CONTROL JOINT POR POINT OF REFERENCE
A—000 DIA DIAMETER QT QUARRY TILE
DEMO DEMOLITION R RADIUS
DR DOOR RCP REFLECTED CEILING PLAN
_ DN DOWN REINF REINFORCED
NTERIOR ELEVATON KEYNOTE —  FINISH /ACCESSORY o DO o i R oRCED
00/A-100 DWG DRAWINGS REQD REQUIRED
ELEC ELECTRICAL RD ROOF DRAIN
EWC ELECTRIC WATER COOLER RM ROOM
P PROPERTY LINE REFERENCE ELEV ELEVATION RO ROUGH OPENING
- EQ EQUAL S STAIN
ELEVATION : 0-0 ELEVATION TARGET EXIST EXISTING SECT SECTION
DESCRIPTION1 EJ EXPANSION JOINT SIM SIMILAR
¢ CENTER LINE REFERENCE EXT EXTERIOR sC SOLID CORE
FIN FINISH ST STUCCO
FV FIELD VERIFY SPEC SPECIFICATION
@ COLUMN GRID FE FIRE EXTINGUISHER SF SQUARE FOOT
0" LEVEL CHANGE REFERENCE FLR FLOOR SS STAINLESS STEEL
- FD FLOOR DRAIN STL STEEL
@ . - FTG FOOTING STRUCT  STRUCTURAL
FR FIRE RETARDANT STD STANDARD
GA GAUGE R TRUSS
' — DETAIL CUT LINE 6C GENERAL CONTRACTOR 16 TEMPERED GLASS
GALV GALVANIZED TEXT TEXTURED
GFI GROUND FAULT INTERRUPT TYP TYPICAL
REVISION NUMBER AND CLOUD GYP GYPSUM T&G TONGUE & GROOVE
& HC HANDICAPPED T&B TOP & BOTTOM
HDW HARDWARE uL UNDERWRITERS LAB
o8 MATCH LINES HT HEIGHT UNO UNLESS NOTED OTHERWISE
1L HDR HEADER VP VAPOR BARRIER
: HM HOLLOW METAL VB VINYL BASE
| 00 IC INSTALLED BY CONTRACTOR VT VINYL COMPOSITION=TILE
- T ~ A-000 10 INSTALLED BY OWNER VWC VINYL WALL COVERING
- INSUL  INSULATION we WATER COOLER
! INT INTERIOR WH WATER HEATER
| JAN JANITOR WWF WELDED WIRE FABRIC
JT JOINT WD WOOD
LAM LAMINATED w/ WITH
LF LINEAR FEET W/0 WITHOUT
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NATURAL RESOURCES

ENGINEERING SERVICES - WALLACE BUILING
502 E. 9TH ST., DES MOINES, IA 50319-0034

IOWA DEPARTMENT OF

EXISTING BRICKS AND MORTAR TO HAVE JOINT PREPARATION VIA PNEUMATIC AND MANUAL TOOLS TO
A MINUMUM OF 2X THE WIDTH OF THE JOINT. — NO GRINDERS ARE ALLOWED ON THIS PROJECT
WITHOUT PRIOR, WRITTEN, APPROVAL BY ARCHITECT. ENTIRE EXTERIOR BRICK AND STONE WORK TO
BE REPOINTED, INTERIOR AND EXTERIOR, WITH ASTM C270-07 TYPE "N” MORTAR CLOSELY MATCHED
TO EXISTING, 48" X 48" MOCK-UP REQUIRED FOR APPROVAL OF MORTAR COLOR AND APPLICATION.
ALL BRICKS WHICH ARE DAMAGED ARE TO BE REPLACED WITH LIKE BRICK, APPROVED BY ARCHITECT
PRIOR TO INSTALLATION.

ALL STONE TO BE PATCHED AND REPAIRED WITH LIME-PUTTY AS NECESSARY, COLOR TO MATCH
PRECISELY AND APPROVED BY ARCHITECT.

ALL BRICKS WHICH ARE DAMAGED ARE TO BE REPLACED WITH LIKE BRICK, APPROVED BY ARCHITECT
PRIOR TO INSTALLATION.

FURNACE AND DUCT WORK TO BE CUT AND REMOVED IN ITS ENTIRETY FROM THE BUILDING.

EXISTING WALLS AND BUILDING TO REMAIN AND BE PROTECTED DURING CONSTRUCTION.

CONCRETE THAT VARIES GREATER THAN 1/2" IN HEIGHT, FROM ONE PANEL TO THE NEXT, SHALL BE
GROUND DOWN TO MATCH THE HEIGHT OF THE ADJACENT PANELS.

SCUPPER CONDUCTOR BOX AND DOWNSPOUT TO BE REMOVED AND REPLACED WITH LIKE VERSIONS IN
20 0Z. COPPER, 6" DIAMETER DOWNS WITH 32 OZ. HANGERS.

REFER TO REFLECTED CEILING AND ELECTRICAL PLAN FOR NEW FIXTURES.

REFER TO FINISH SCHEDULE SHEET FOR COLOR AND MATERIAL SELECTIONS.

CLEANING OF MASONRY SHALL BE DONE WITH A NON-IONIC DETERGENT AND MECHANICAL SCRUBING
WITH NATURAL BRISTLE BRUSHES. A FINAL RINSE WITH VIA PRESSURE WASHING LESS THAN 200PSI, IS
REQUIRED TO REMOVE REMAINING SOIL AND DEBRIS.

CONTRACTOR SHALL ANALYZE AND ATTEMPT TO MATCH EXISTING MORTAR AS CLOSELY AS POSSIBLE
FOR COLOR AND COMPONENTS. WET—CHEMICAL AND INSTRUMENTAL ANALYSIS MAY BE NECESSARY TO
PROPERLY DETERMINE THE COMPOSITION OF THE MORTAR.

CONTRACTOR SHALL PREPARE A 48" X 48" MOCK-UP OF BOTH THE REPOINTING AND JOINT
PREPARATION FOR REVIEW AND APPROVAL BY THE ARCHITECT. CONTRACTOR SHALL SUBMIT SAMPLES
OF MORTAR COLOR FOR REVIEW AND HAVE THE MORTAR AS CLOSELY MATCHED TO THE ORIGINAL AS
POSSIBLE.

CONTRACTOR SHALL DEMONSTRATE A MINIMUM OF 5 YEAR EXPERIENCE PERFORMING THIS TYPE OF
WORK WITH A MINIMUM OF 10 PROJECTS FOR REVIEW BY THE ARCHITECT.

ALL EXISTING EQUIPMENT AND EXISTING DNR FISHERIES BUILDING TO BE PROTECTED FROM DAMAGE
THROUGHOUT ENTIRE RESTORATION PROCESS.

INTERIOR SPACES IN THE OFFICE, WORKSHOP AND STORAGE AREAS ARE NOT TO BE REPOQINTED.

POLK COUNTY, IOWA

DNR FAIRGROUNDS BUILDING

REFERENCE FLOOR PLAN

IOWA STATE FAIRGROUNDS
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02 DETAIL — SCUPPER HEAD—BOX AND DOWNSPOUT {‘ 01 DNR FAIR BUILDING — REFLECTED CEILING PLAN
SCALE: 3" = 1'-0” \ | SCALE: 1/8" = 1'-0"
1. EXISTING BRICKS AND MORTAR TO HAVE JOINT PREPARATION VIA PNEUMATIC AND MANUAL TOOLS TO A. REFER TO REFLECTED CEILING AND ELECTRICAL PLAN FOR NEW FIXTURES.
A MINUMUM OF 2X THE WIDTH OF THE BRICK. — NO GRINDERS OR POWER TOOLS ARE ALLOWED ON B. REFER TO FINISH SCHEDULE SHEET FOR COLOR AND MATERIAL SELECTIONS.
THIS PROJECT WITHOUT PRIOR, WRITTEN, APPROVAL BY ARCHITECT. ENTIRE EXTERIOR BRICK AND C. CLEANING OF MASONRY SHALL BE DONE WITH A NON—IONIC DETERGENT AND MECHANICAL SCRUBING
STONE WORK TO BE REPOINTED, INTERIOR AND EXTERIOR, WITH ASTM C270—07 TYPE "N” MORTAR WITH NATURAL BRISTLE BRUSHES. A FINAL RINSE WITH VIA PRESSURE WASHING LESS THAN 200PSI, IS
CLOSELY MATCHED TO EXISTING, 48" X 48" MOCK-UP REQUIRED FOR APPROVAL OF MORTAR COLOR REQUIRED TO REMOVE REMAINING SOIL AND DEBRIS.
AND APPLICATION. ALL BRICKS WHICH ARE DAMAGED ARE TO BE REPLACED WITH LIKE BRICK, D. CONTRACTOR SHALL ANALYZE AND ATTEMPT TO MATCH EXISTING MORTAR AS CLOSELY AS POSSIBLE
APPROVED BY ARCHITECT PRIOR TO INSTALLATION. FOR COLOR AND COMPONENTS. WET—CHEMICAL AND INSTRUMENTAL ANALYSIS MAY BE NECESSARY TO
2. ALL STONE ON BUILDING TO BE PATCHED AND REPAIRED WITH LIME-PUTTY AS NECESSARY, COLOR TO PROPERLY DETERMINE THE COMPOSITION OF THE MORTAR.
MATCH PRECISELY AND APPROVED BY ARCHITECT. IF STONE CANNOT BE REPAIRED, IT MUST BE E.  CONTRACTOR SHALL PREPARE A 48" X 48" MOCK—UP OF BOTH THE REPOINTING AND JOINT
REPLACED WITH LIKE STONE IN MATCHING COLOR. PREPARATION FOR REVIEW AND APPROVAL BY THE ARCHITECT. CONTRACTOR SHALL SUBMIT SAMPLES
3. NOT USED. OF MORTAR COLOR FOR REVIEW AND HAVE THE MORTAR AS CLOSELY MATCHED TO THE ORIGINAL AS
4. FURNACE AND DUCT WORK TO BE CUT AND REMOVED IN ITS ENTIRETY FROM THE BUILDING. POSSIBLE.
5. ALL INTERIOR IRON WORK AND WOOD TO BE ABATED OF LEAD—BASED PAINT AND BE REPAINTED WITH F.  CONTRACTOR SHALL DEMONSTRATE A MINIMUM OF 5 YEAR EXPERIENCE PERFORMING THIS TYPE OF
APPROPRIATE SURFACE PRIMER, THEN TWO COATS OF NEW SHERWIN WILLIAMS EXTERIOR DURATION WORK WITH A MINIMUM OF 10 PROJECTS FOR REVIEW BY THE ARCHITECT.
PAINT, COLOR TO BE BRIGHT WHITE. G.  ALL EXISTING EQUIPMENT AND EXISTING DNR FISHERIES BUILDING TO BE PROTECTED FROM DAMAGE
6. NEW ELECTRICAL LIGHT FIXTURE, REFER TO ELECTRICAL PLAN. THROUGHOUT ENTIRE RESTORATION PROCESS.
7. NEW BIG—ASS FAN, REFER TO MECHANICAL/ELECTRICAL PLAN. H. INTERIOR SPACES IN THE OFFICE, WORKSHOP AND STORAGE AREAS ARE NOT TO BE REPOINTED.
8. SCUPPER CONDUCTOR BOX AND DOWNSPOUT TO BE REMOVED AND REPLACED WITH LIKE VERSIONS IN
20 0Z. COPPER, 6” DIAMETER DOWNS WITH 32 OZ. HANGER STRAPS @ 48”. REFER TO DETAILS
02&03/A-110. /
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KEYNOTES

GENERAL NOTES )

o O™

EXISTING BRICKS AND MORTAR TO HAVE JOINT PREPARATION VIA PNEUMATIC AND MANUAL TOOLS TO
A MINUMUM OF 2X THE WIDTH OF THE BRICK. — NO GRINDERS OR POWER TOOLS ARE ALLOWED ON
THIS PROJECT WITHOUT PRIOR, WRITTEN, APPROVAL BY ARCHITECT. ENTIRE EXTERIOR BRICK AND
STONE WORK TO BE REPOINTED, INTERIOR AND EXTERIOR, WITH ASTM C270-07 TYPE "N” MORTAR
CLOSELY MATCHED TO EXISTING, 48" X 48" MOCK-UP REQUIRED FOR APPROVAL OF MORTAR COLOR
AND APPLICATION.ALL BRICKS WHICH ARE DAMAGED ARE TO BE REPLACED WITH LIKE BRICK,
APPROVED BY ARCHITECT PRIOR TO INSTALLATION.

ALL STONE TO BE PATCHED AND REPAIRED WITH LIME-PUTTY AS NECESSARY, COLOR TO MATCH
PRECISELY AND APPROVED BY ARCHITECT.

NOT USED.

FURNACE AND DUCT WORK TO BE CUT AND REMOVED IN ITS ENTIRETY FROM THE BUILDING.

EXISTING WALLS AND BUILDING TO REMAIN AND BE PROTECTED DURING CONSTRUCTION.

CONCRETE THAT VARIES GREATER THAN 1/2" IN HEIGHT, FROM ONE PANEL TO THE NEXT, SHALL BE
GROUND DOWN TO MATCH THE HEIGHT OF THE ADJACENT PANELS.

ALL WINDOWS ARE TO BE REGLAZED AND REPAINTED, WINDOWS WITH BROKEN PANES SHALL HAVE
NEW GLASS MATCHING ORIGINAL. ALL EXISTING PAINT CAN BE ASSUMED TO HAVE LEAD IN IT AND
MUST BE ABATED ACCORDINGLY, WINDOW GLAZING AND CAULK SHALL BE TESTED FOR ASBESTOS
PRIOR TO CONSTRUCTION.

SCUPPER CONDUCTOR BOX AND DOWNSPOUT TO BE REMOVED AND REPLACED WITH LIKE VERSIONS IN
20 0Z. COPPER, 6” DIAMETER DOWNS WITH 32 0Z. HANGERS.

O w>

REFER TO REFLECTED CEILING AND ELECTRICAL PLAN FOR NEW FIXTURES.

REFER TO FINISH SCHEDULE SHEET FOR COLOR AND MATERIAL SELECTIONS.

CLEANING OF MASONRY SHALL BE DONE WITH A NON—IONIC DETERGENT AND MECHANICAL SCRUBING
WITH NATURAL BRISTLE BRUSHES. A FINAL RINSE WITH VIA PRESSURE WASHING LESS THAN 200PSI, IS
REQUIRED TO REMOVE REMAINING SOIL AND DEBRIS.

CONTRACTOR SHALL ANALYZE AND ATTEMPT TO MATCH EXISTING MORTAR AS CLOSELY AS POSSIBLE
FOR COLOR AND COMPONENTS. WET—CHEMICAL AND INSTRUMENTAL ANALYSIS MAY BE NECESSARY TO
PROPERLY DETERMINE THE COMPOSITION OF THE MORTAR.

CONTRACTOR SHALL PREPARE A 48" X 48" MOCK-UP OF BOTH THE REPOINTING AND JOINT
PREPARATION FOR REVIEW AND APPROVAL BY THE ARCHITECT. CONTRACTOR SHALL SUBMIT SAMPLES
OF MORTAR COLOR FOR REVIEW AND HAVE THE MORTAR AS CLOSELY MATCHED TO THE ORIGINAL AS
POSSIBLE.

CONTRACTOR SHALL DEMONSTRATE A MINIMUM OF 5 YEAR EXPERIENCE PERFORMING THIS TYPE OF
WORK WITH A MINIMUM OF 10 PROJECTS FOR REVIEW BY THE ARCHITECT.

ALL EXISTING EQUIPMENT AND EXISTING DNR FISHERIES BUILDING TO BE PROTECTED FROM DAMAGE
THROUGHOUT ENTIRE RESTORATION PROCESS.

INTERIOR SPACES IN THE OFFICE, WORKSHOP AND STORAGE AREAS ARE NOT TO BE REPOQINTED.
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MECHANICAL GENERAL NOTES

COORDINATE LOCATION/INSTALLATION OF MECHANICAL AND ELECTRICAL WORK WITH
ALL OTHER TRADES. NO ASPECT OF A SYSTEM INSTALLATION OR ITS ROUGH-IN
SHALL COMMENCE UNTIL PROPER AND TIMELY COORDINATION WITH ALL TRADES
ASSOCIATED WITH THE INSTALLATION HAS TRANSPIRED. ITEMS TO BE COORDINATED
SHALL INCLUDE BUT NOT BE LIMITED TO: BUILDING STRUCTURE, SHEET METAL, ALL
PIPING SYSTEMS, LIGHT FIXTURES, CONDUITS, ETC. REFER TO ALL GENERAL,
MECHANICAL, AND ELECTRICAL DRAWINGS AND SPECIFICATIONS FOR THIS PROJECT.

INCORPORATE INTO INSTALLATION MECHANICAL SPECIFICATIONS, DRAWINGS, STATE
AND LOCAL CODES, AND OTHER APPLICABLE REQUIREMENTS.

ON COMPLETION OF THE INSTALLATION, MECHANICAL CONTRACTOR SHALL
COOPERATE WITH THE OWNER TO PROVIDE ANY NECESSARY ADJUSTING AND
BALANCING TO OBTAIN PROPER OPERATION OF ALL EQUIPMENT AND SYSTEMS.
CONTRACTOR SHALL PROVIDE ALL FACILITIES AND EQUIPMENT, AND MAKE ALL
TESTS, REQUIRED FOR ADJUSTMENTS AND BALANCING TO ESTABLISH THE PROPER
PERFORMANCE OF ANY PIECE OF EQUIPMENT.

PROVIDE WALL SPEED

— CONTROLLER TO BE
LOCATED HERE.
WIRING AND CONDUIT

BY E.C.

HVAC GENERAL NOTES
MECHANICAL CONTRACTOR TO PROVIDE A COMPLETE HVAC SYSTEM, INCLUDING

MECHANICAL EQUIPMENT, SUPPORTS, HANGERS AND ALL APPURTENANCES. INSTALL

ALL EQUIPMENT PER MANUFACTURER’'S RECOMMENDATIONS. INSTALL SYSTEM TO
MEET ALL CITY AND STATE CODES AND REQUIREMENTS.

MECHANICAL WARRANTY NOTES

MECHANICAL CONTRACTOR SHALL WARRANT ALL EQUIPMENT AND INSTALLATION FOR

A MINIMUM OF 1 YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION. ALL
DEFECTS THAT BECOME APPARENT WITHIN THE WARRANTY PERIOD SHALL BE
REPAIRED BY THE MECHANICAL CONTRACTOR AS DIRECTED BY THE ENGINEER
THROUGH THE OWNERS REPRESENTATIVE. WARRANTY WILL NOT OBLIGATE THE
MECHANICAL CONTRACTOR TO REPAIR DAMAGE RESULTING FROM ACCIDENT OR
IMPROPER OPERATION OF CARE ON THE PART OF THE OWNER. REFER TO
SPECIFICATIONS FOR ADDITIONAL DETAILS AND OTHER WARRANTY INFORMATION.

BOTTOM OF FAN TO BE
MOUNTED AT APPROX. 13’
ABOVE FINISHED FLOOR.
INSTALL PER MFR
RECOMMENDATIONS.

MECHANICAL FLOOR PLAN

CIRCULATION FAN SCHEDULE

REFERENCE CF-1
MANUFACTURER BIG ASS FANS
MODEL # ESSENCE SERIES
TYPE HIGH VOLUME, LOW SPEED
SERVES DISPLAY AREA
DIAMETER 14
WEIGHT 96 LBS

FAN RPM 56
SOUND LEVEL (MAX SPEED) 35 DBA
BELT/DIRECT DRIVE DIRECT
MOCP 10A
VOLTAGE/PH 1201
NOTES 1,2,3
NOTES:

1. EC TO POWER FAN AND PROVIDE DISCONNECT.

2. FAN TO OPERATE ON LOCAL WALL MOUNTED SPEED CONTROLLER PROVIDED
WITH UNIT - REFER TO LOCATION ON PLAN. CONDUIT AND WIRING BY E.C.

3. PROVIDE WHITE WITH SILVER TRIM COLOR OPTION.

SCALE: 1/8" = 1'=0"
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LECTRICAL GENERAL NOTES

THE ENTIRE PROJECT SHALL COMPLY WITH THE CURRENT ISSUE OF THE NATIONAL ELECTRIC
CODE (NEC), INCLUDING AMENDMENTS, AND WITH ALL STATE, LOCAL, AND OTHER CODES AS
APPLICABLE. THE CURRENT ISSUE SHALL BE THE ISSUE THAT IS IN EFFECT WHEN THE
CONSTRUCTION PERMITS ARE SECURED FOR THE WORK. THE INTERPRETATIONS AND DECISIONS
OF THE AUTHORITY HAVING JURISDICTION OF APPLICABLE CODES SHALL GOVERN.

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL REQUIRED STATE AND LOCAL
PERMITS AND ASSOCIATED FEES.

NOTE THAT THE ELECTRICAL DRAWINGS ARE ONLY A PORTION OF THE COMPLETE SET OF
PLANS. THE COMPLETE SET OF PLANS SHALL BE USED TO DEFINE THE ELECTRICAL WORK.
THIS SHALL INCLUDE, BUT NOT BE LIMITED TO, USING THE ARCHITECTURAL PLANS FOR
DIMENSIONS AND DETAILS; EQUIPMENT PLANS FOR ROUGH-IN REQUIREMENTS, AND THE
MECHANICAL PLANS FOR EQUIPMENT SIZES AND LOCATIONS. COORDINATE ALL WIRING DEVICE
LOCATIONS AND ELEVATIONS INDICATED ON PLANS WITH THE OWNER, ARCHITECT AND FINAL
FURNITURE /EQUIPMENT LAYOUTS.

COORDINATE LOCATION/INSTALLATION OF MECHANICAL AND ELECTRICAL WORK WITH ALL OTHER
TRADES. NO ASPECT OF A SYSTEM INSTALLATION OR ITS ROUGH—IN SHALL COMMENCE UNTIL
PROPER AND TIMELY COORDINATION WITH ALL TRADES ASSOCIATED WITH THE INSTALLATION
HAS TRANSPIRED. ITEMS TO BE COORDINATED SHALL INCLUDE BUT NOT BE LIMITED TO:
BUILDING STRUCTURE, SHEET METAL, ALL PIPING SYSTEMS, LIGHT FIXTURES, CONDUITS, CABLE
TRAYS, ETC. REFER TO ALL GENERAL, MECHANICAL, AND ELECTRICAL DRAWINGS AND
SPECIFICATIONS FOR THIS PROJECT.

RACEWAYS AND BOXES ARE SHOWN DIAGRAMMATICALLY ONLY AND INDICATE THE GENERAL
AND APPROXIMATE LOCATION. THE LAYOUT DOES NOT SHOW THE TOTAL NUMBER OF
RACEWAYS OR BOXES FOR THE CIRCUITS REQUIRED, NOR ARE THE LOCATIONS OF INDICATED
RUNS INTENDED TO SHOW THE ACTUAL ROUTING OF THE RACEWAYS.

ALL CONDUCTOR SIZES ARE BASED ON COPPER UNLESS OTHERWISE NOTED.

SUPPORT ALL CONDUITS FROM STRUCTURAL SLABS, WALLS, STRUCTURAL MEMBERS AND ROOF
JOISTS. DO NOT SUPPORT CONDUITS FROM CEILING TIE WIRES, DUCTWORK, PIPING OR OTHER
NONSTRUCTURAL MEMBERS.

PROVIDE PLANT, LABOR, AND MATERIALS TO REMOVE ELECTRICAL FACILITIES AND CLEAR THE
AREA TO RECEIVE THE NEW WORK TO BE PROVIDED UNDER THIS CONTRACT.

ELECTRICAL DEMOLITION DRAWING SHOWING EXISTING CONDITIONS HAS BEEN PREPARED BASED
ON FIELD OBSERVATION AND ORIGINAL DRAWINGS. ADDITIONAL COMPONENTS MAY EXIST WHICH
DO NOT SHOW, AND SUCH ITEMS SHALL BE DEALT WITH IN A MANNER SIMILAR TO THOSE
ITEMS WHICH DO SHOW. CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR WITH
EXISTING CONDITIONS.

CONDUITS, BOXES, ETC., SHALL BE REMOVED AS REQUIRED BY WALL AND CEILING DEMOLITION
AND REMOVALS. WIRING SHALL BE REMOVED. ALL WIRING FOR THE REMODELED AREAS SHALL
BE NEW UNLESS SPECIFICALLY NOTED OTHERWISE. ALL BRANCH CIRCUITS TO BE DISCONNECTED
SHALL BE IDENTIFIED AS TO LOCATION OR ITEM SERVED BEFORE DISCONNECTING. CIRCUITS
SERVING AREAS BEYOND THE DEMOLITION AREA SHALL BE MAINTAINED.

CONTRACTOR SHALL THOROUGHLY FAMILIARIZE HIMSELF WITH EXISTING ELECTRICAL SYSTEM
WHICH WILL BE AFFECTED BY THE DEMOLITION WORK. CONTRACTOR SHALL OBTAIN PERMISSION
FROM OWNER'S REPRESENTATIVE TO SHUT OFF SERVICES OR SYSTEMS WHICH MAY AFFECT
OTHER AREAS BEYOND THE LIMITS OF THE DEMOLITION AREA. SUCH PERMISSION WILL BE
GRANTED ONLY AFTER OWNER’S REPRESENTATIVE IS INFORMED OF THE REASON FOR AND
DURATION OF THE SHUTDOWN AND IS SATISFIED THAT THE SHUTDOWN CAN BE MADE WITH AS
LITTLE INCONVENIENCE TO OTHER AREAS AS POSSIBLE.

EQUIPMENT AND/OR MATERIALS SCHEDULED FOR ABANDONMENT AND REMOVAL ARE TO
BECOME CONTRACTOR’S SALVAGE AND SHALL BE HAULED AWAY FROM THE SITE PROMPTLY.

MISCELLANEOUS MATERIALS IN CONJUNCTION WITH EQUIPMENT AND/OR MATERIALS TO BE
REMOVED SHALL ALSO BE REMOVED UNLESS THEY ALSO HAVE A DEFINITE FUNCTION WITH
FACILITIES THAT ARE REMAINING.

PROVIDE CUTTING AND PATCHING OF EXISTING CONSTRUCTION AS REQUIRED FOR THE PROPER
COMPLETION OF THE DEMOLITION WORK AND THE INSTALLATION OF THE NEW WORK.

PROTECT AND PRESERVE ALL EXISTING IDF's DURING CONSTRUCTION AS THEY SERVE AREAS
OF THE BUILDING THAT WILL NOT BE UNDER CONSTRUCTION.

CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH REPAIR OR
REPLACEMENT OF TELECOMMUNICATIONS FACILITIES OR EQUIPMENT FOUND TO BE DAMAGED OR
NON—FUNCTIONAL AFTER SUBSTANTIAL COMPLETION.

UNDERGROUND FACILITIES, STRUCTURES, AND UTILITIES HAVE BEEN SHOWN BASED UPON
INFORMATION OBTAINED FROM FIELD LOCATIONS BY UTILITY COMPANIES, AVAILABLE SURVEYS
AND RECORDS. THEIR LOCATIONS MUST BE CONSIDERED APPROXIMATE ONLY. IT IS ALSO
POSSIBLE THAT THERE MAY BE OTHER UNDERGROUND FACILITIES, STRUCTURES, AND UTILITIES
IN EXISTENCE THAT ARE NOT SHOWN. |IT IS THE RESPONSIBILITY OF EACH INDIVIDUAL PARTY
REFERENCING THIS PLAN TO DETERMINE THE EXACT LOCATION AND TYPE OF UNDERGROUND
FACILITIES ON THE SITE. HAND EXCAVATE AT CRITICAL POINTS AS NECESSARY TO VERIFY
LOCATIONS, SIZES, ELEVATIONS, FLOW LINES, ETC. IF A PROBLEM OR INTERFERENCE EXISTS,
NOTIFY ARCHITECT/ENGINEER BEFORE PROCEEDING.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO LOCATE EXISTING UTILITIES WITHIN THE WORK
AREA PRIOR TO EXCAVATION. WHERE EXISTING ACTIVE CABLES CROSS PROPOSED
INSTALLATIONS, THE CONTRACTOR SHALL INSURE THAT THESE CABLE(S) ARE ADEQUATELY
PROTECTED AND REROUTED. NO SPLICES WILL BE ALLOWED IN THE EXISTING CABLES.

IN THE EVENT THAT CABLE IS DAMAGED DURING THE COURSE OF CONSTRUCTION, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR THE COMPLETE REPAIR.

WHERE WALKWAY, ROADWAY, SOIL AND SOD HAS BEEN REMOVED, IT SHALL BE REPLACED AS
SOON AS POSSIBLE AFTER THE BACKFILLING IS COMPLETED. ALL AREAS DISTURBED BY WORK
SHALL BE RESTORED TO ITS ORIGINAL CONDITION. THE RESTORATION SHALL INCLUDE ANY
NECESSARY TOPSOIL, FERTILIZING, SEEDING, MULCHING, SIDEWALK, AND/OR ROAD AS
REQUIRED. THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR MAINTAINING ALL DISTURBED
SURFACES AND REPLACEMENTS UNTIL FINAL ACCEPTANCE.

ELECTRICAL SYMBOLS

ELECTRICAL ABBREVIATIONS

LOWERCASE LETTERING DENOTES SWITCH LEG
@ EQUIPMENT CONNECTION AS NOTED

=%T CEILING FAN

CONDUIT CONCEALED IN CEILING OR WALL CONSTRUCTION

—_— —_— -

- — CONDUIT _CONCEALED IN FLOOR CONSTRUCTION
OR UNDERGROUND

PANEL AS NOTED — SURFACE MOUNTED
LIGHTING AND POWER PANEL — SURFACE MOUNTED

NOTE REFERENCE

REMOVE PAR FIXTURE, MOUNTING, REMOVE PENDANT FIXTURE,
AND ASSOCIATED CONDUIT. TYP. STEM MOUNTING, AND
ASSOCIATED CONDUIT. TYP.

E £y
EXISTING PANEL LP2 ,I =\ ~ A
120/240V—18, 3W /R </R SR
(GENERAL ELECTRIC) R

E cay
EXISTING PANEL LP1
120/240V—-1¢, 3W
(GENERAL ELECTRIC)

ey (o)
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y
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£y ‘\’R
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R
EXISTING 60A R
LOAD CENTER FOR A
EXTERIOR LIGHTS ‘M
EEEE
SSS

s
\EXSTNG EXTERIOR LIGHT SWITCH BANK

Qu LED CYLINDER FIXTURE — PENDANT MOUNTED E EXISTING ITEM TO REMAIN N NEW DEVICE IN EXISTING LOCATION

O3 LED CYLINDER FIXTURE MOUNTED TO BOTTOM OF TRUSS ER NEW LOCATION OF EXISTING ITEM R EXISTING ITEM TO BE REMOVED

PyF FLOOD LIGHT GF GROUND FAULT CIRCUIT INTERRUPTER RR EXISTING ITEM TO BE REMOVED AND RELOCATED
bS SINGLE POLE SWITCH, +48” OR AS NOTED

SCALE: 1/8" = 1'=0"

-\ ELECTRICAL DEMO FLOOR PLAN

NOTE:

1. DEMOLITION DRAWINGS PRESENT LAYOUT OF EXISTING CONDITIONS AND
MAJOR MECHANICAL/ELECTRICAL ITEMS. THEY ARE NOT TO BE CONSTRUED
AS COMPLETE IN REPRESENTATION OF ACCESSORIES AND INCIDENTALS TO
BE REMOVED, REPLACED, OR REWORKED. NOR SHOULD ACCESSIBILITY BE
INFERRED. THE CONTRACTOR IS RESPONSIBLE TO FAMILIARIZE THEMSELVES
WTH THE BUILDING AND EXISTING CONDITIONS, PRIOR TO THE SUBMITTING
OF A BID FOR THIS PROJECT.

2. REMOVE ALL ASSOCIATED CONDUCTORS AND SURFACE CONDUIT WHERE
DEMO IS SHOWN.
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NEW LIGHTING CONTACTOR, ASCO #918-8-20-3-1-C
OR EQUIVALENT. MECHANICALLY HELD CONTACTOR WITH
(8) NORMALLY OPEN 20A RATED POLES AND 120V COIL.
PROVIDE (1) LEVITON #1256 OR EQUIVALENT
SPDT/CENTER POSITION OFF MOMENTARY CONTACT
SWITCH WITH JUNCTION BOX AND METAL COVER, AND

LOCATE NEAR CONTACTOR.

CONNECT (8) EXISTING LIGHTING BRANCH CIRCUITS AS
INDICATED ON PLANS TO NEW CONTACTOR. PROVIDE NEW
#12 THHN CU CONDUCTORS AND NECESSARY JUNCTION
BOXES SIZED AS REQUIRED BY THE N.E.C, AND CLEARLY
IDENTIFY CIRCUITS AT NEW CONTACTOR TERMINALS.
PROVIDE 20A 1P CIRCUIT TO SUPPLY POWER TO COIL.

QFS A CONTACTOR LP2—13

F3

Ay

EEEE ‘
SSS

LP2-12 VIA
CONTACTOR

>G)F1

>G)F1

w
o =
5 : . . =
©) 2 w O O
ﬁ = < (=
= O o = > w
L o < Q > t = T L =
o o o 9 - e] 2 3 x o)
D O = (B o < = = o
= = = - £ =
< 0 = 7 = = = < < =
T [ = (@) — — o w o <
SURFACE MOUNT LED CYLINDER. HYPERBOLIC REFLECTOR. CRI GREATER THAN 80. ONE PIECE AS PROVIDED
HEAVY GAUGE ALUMINUM WITH WHITE BAKED TEXTURED POWDER COAT FINISH. WIDE
ki DISTRIBUTION. SUITABLE FOR CEILING HEIGHTS RANGING FROM 8' TO 50'. MINIMUM 3,300 LUMENS. LN RINDRE LCAS-33351130¢ LB0OkA- -5k LED MANUFiETURER A L Ve FSARPRENEDNEN ERSIREER
COORDINATE FINAL INSTALLATION LOCATION WITH OWNER.
SIMILAR TO F1. PENDANT MOUNT LED CYLINDER. HYPERBOLIC REFLECTOR. CRI GREATER THAN AS PROVIDED
80. ONE PIECE HEAVY GAUGE ALUMINUM WITH WHITE BAKED TEXTURED POWDER COAT FINISH.
e WIDE DISTRIBUTION. SUITABLE FOR CEILING HEIGHTS RANGING FROM 8' TO 50'. MINIMUM 4,000 R AIRER CHRSndea i CElORM VRS- EED MANUFi\é'I'URER WiE o Ll BRI RETIEN ENGINEER
LUMENS. COORDINATE FINAL INSTALLATION LOCATION WITH OWNER. P36-W MOUNTING KIT.
3 DUSK TO DAWN TWIN PAR HOLDER. LAMP WITH (2) TCP PAR 38 LED BULBS. MINIMUM 1,200 LITHONIA OFTH300PAR-120-W TCP LED17P3835KFL BULB 5 N/A 36 120/277 TOSHIBA LED PAR 38, OR AS APPROVED
LUMENS. BY ENGINEER
F3
Fi /®F1 F1
EXISTING PANEL LP2 CONTACTOR
120/240V—18, 3W D/ ©O)
(GENERAL ELECTRIC)
F3
NOTES: EXISTING PANEL LP1 A“<
120/240V—18, 3W
1. E.C. TO PROVIDE NEW CONDUIT AND WIRING FOR NEW (GENERAL ELECTRIC) >G>
FIXTURES. #12 WIRE AND 3/4” CONDUIT TYP. F1 F1 F1
2. COORDINATE LED PAR LAMP AIMING WITH OWNER AFTER LP2—14 VIA
INSTALLATION. CONTACTOR
fi’.g‘
LP1—-25 VIA
CONTACTOR >®
/ CF \ F1
\_1 /
LP1—23 VIA ®
KEYNOTES:

LP2—16 VIA
CONTACTOR

"o/

F1

EXISTING 60A
LOAD CENTER FOR
EXTERIOR LIGHTS

\EXSTNG EXTERIOR LIGHT SWITCH BANK

ELECTRICAL FLOOR PLAN

SCALE: 1/8”

/I’_O”

#12 CONDUCTOR.

3/4" CONDUIT.
TYP.

F1

F1

F1

F3

F1

/O F2

F2

LP2—-11 VIA
CONTACTOR

@) \
-
@
O &
c B8
= — ©
D 5 §
22 58
J &% §2
Qg of
X 8= £5

CONSULTANT:

P:515.281.5918
F: 515.281.8685

(7¢ )
LLl
O
o
-
O
V)
LLl
oz
el
<
oz
—
e
<
Z

ENGINEERING SERVICES - WALLACE BUILING
502 E. 9TH ST., DES MOINES, IA 50319-0034

IOWA DEPARTMENT OF

Ol
Z |
0 |

= — -

ﬁ D)

O_ Cz-m

o oW

O zO

S iz

- O

1 ek

< O

O 2

o 1O

QO Qs :

— < | 3

LLl L %
o |
Z z
N 5

BY
"| DATE

REVISION

DRAWN BY:| PROJECT NUMBER:
JL 14-05-77-07
CHKDBY: | DATE:

NS | 02.25.2014

SHEET No:

E10




	14-05-77-07_A-001 Plot (1)
	14-05-77-07_A-002 Plot (1)
	14-05-77-07_A-100 Plot (1)
	14-05-77-07_A-110 Plot (1)
	14-05-77-07_A-200 Plot (1)
	MEP 100%
	Mech 100%
	Elec 100%




