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502 E. 9TH ST., DES MOINES, 1A 50319-0034

P: 515.725.8200
F: 515.725.8202

IN INTERIOR SPACES THE ACTUAL DIMENSIONS MAY BE LESS IMPORTANT THAN IF AT 7. WHEN ONE JAMB OCCURS AT A COLUMN OR GRID LINE NO DIMENSIONS WILL BE THE FOLLOWING GENERAL NOTES SHALL PERTAIN TO THE ENTIRE SET OF CONTRACT DOCUMENTS _
TWO ELEMENTS IN THE BUILDING WERE TO BE EQUAL. IN THESE CASES, THE WORD SHOWN ON THE SMALL SCALE PLANS. THE OPENING WIDTH WILL BE GOVERNED BY s CENERAL CONTRACTOR SHALL NOTE THAT THE  ARGHITECTURAL BRANINGS. ARE ESTABLISNG. A MUY - g
"EQUAL OR EQ" IS USED IN LIEU OF THE ACTUAL DIMENSIONS. CRITERIA OR SCHEDULES. : :::
¢ ¢ MATERIAL OR CONSTRUCTION METHOD STANDARD. THE GENERAL CONTRACTOR SHALL PROVIDE A BID PRICE :
BASED ON THE SPECIFIC MATERIALS NOTED. 5
XXENBQ [El(l\)/lOEhlflS?(l;:lIl\gDERLlNE > INDICATED ONLY ONE SIDE OF THE ROOMS ELEVENTS > évlT/l?\ll\lS,\llgll\lTl'l:-lDER JAME OCCURS AT A COLUNN O GRIDLINE ONE JAS WL B¢ Z DO NOT SCALE DRAWINGS. IF DIMENSIONS ARE IN QUESTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR NEENENENRNENRNEEEN |: \I ENNNENENEN NN NN
: ' OBTAINING CLARIFICATION FROM THE ARCHITECT BEFORE CONTINUING WITH CONSTRUCTION.
3. GENERAL CONTRACTOR AND SUBCONTRACTORS SHALL PERFORM THEIR WORK IN ACCORDANCE WITH ALL 8 »
COLUMN IDENTIFICATION: DETAILS WILL GOVERN ALL DIMENSIONS AND NO DIMENSIONS 9. DOOR LOCATIONS ARE TO BE LOCATED BY ONE OF FOLLOWING: APPLICABLE. CODES GOVERNING EACH TRADE. 3 g 1/2" GYP. BOARD CEILING
WILL BE SHOWN ON SMALL SCALE PLANS. . 4. THE CONTRACTOR SHALL MAINTAIN A CLEAN AND ORGANIZED JOB SITE, ACCEPTABLE TO THE OWNER.
0. ONE JAMB FACE LOCATED BY A PARTITION AT RIGHT ANGLE. 4"TYPICAL 5. THE CONTRACTOR SHALL COORDINATE THE SEQUENCE OF WORK WITH THE OWNER REPRESENTATIVE.. 2 g
PARTITION CENTERED ON COLUMN OR GRID LINES WILL NOT BE DIMENSIONED ON UNLESS INDICATED ON PLAN. 6.  THERE SHALL BE NO DEVIATION BY THE GENERAL CONTRACTOR FROM THE CONSTRUCTION DOCUMENTS UNLESS g
SMALL SCALE PLANS. APPROVED IN WRITING BY THE ARCHITECT. = IR ¢
b.  OR AS DIMENSIONED ON PLAN. 7. EACH CONTRACTOR SHALL VERIFY EXISTING CONDITIONS IN THE FIELD PRIOR TO THE INITIATION OF WORK AND —
PARTITION WITH A FINISHED FACE FLUSH WITH FINISH FACE OF COLUMN WILL NOT SHALL NOTIFY THE ARCHITECT OF ANY DISCREPANCIES OR CONDITIONS INTERFERING WITH THE ABILITY OF THE 7
be DIMENSIONED ON SMALL SCALE PLANS. 10.  PARTITIONS ARE DIMENSIONED TO FACE OF CMU OR FACE OF STUD UNLESS CONTRACTOR TO COMPLETE WORK AS  OUTLINED ON THE CONSTRUCTION DRAWINGS. \
OTHERWISE NOTED. 8. ALL CONTRACTORS ARE REQUIRED TO COORDINATE THEIR WORK WITH OTHER TRADES. LACK OF THIS E|">—EXISTING 1/2" GYP. BOARD
IO O UM O 4D E L 1T BE DS , EIBVIAISN N oL e D ML S -
SMALL SCALE PLANS . 11. DIMENSIONS ARE INDICATED IN THE DOCUMENTS. THE DRAWINGS SHALL NOT BE  CONSTRUCTION ] :
. <] :’
SCALED FOR DIMENSIONS. 10.  THE CONTRACTOR WILL VERIFY THAT EXIT EGRESS IS MAINTAINED FOR ALL OCCUPIED AREAS OF THE BUILDING 2 E SEUSE EXISTING FLOOR BASE
THROUGHOUT ALL PHASES OF CONSTRUCTION. ¢ /— :
1. PLAN DIMENSIONS ARE GIVEN TO FACE OF STUD OR BLOCK WALL. "CLEAR” DIMENSIONS ARE GIVEN TO THE FACE g VINYL FLOOR AS SPECIFIED.
\_ J 12, THE OWNER WILL ASSUME ALL LIABILITY AND SHALL TAKE PERSONAL RESPONSIBILITY FOR ANY DECISIONS THAT B [
THEY MAKE TO CHANGE OR ALTER THE CONSTRUCTION DOCUMENTS WITHOUT THE ARCHITECT'S WRITTEN : .
APPROVAL.
4 I 13 PROTECT ALL EXISTING FINISHES AND MATERIALS TO REMAIN, IN ACCORDANCE WITH ACCEPTABLE TRADE
MATERIAL LEGEND PRACTICES, MANUFACTURER, RECOMMENDATIONS, OR AS DIRECTED BY THE ARCHITECT.
14, CUTTING OF EXISTING CONSTRUCTION FOR THE INSTALLATION OF ALL NEW WORK BY ALL TRADES, AND THE
SUBSEQUENT PATCHING THEREOF, SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR, WHETHER THE NOT USED EXISTING WALL /NON—BEARING
EARTH CONCRETE MASONRY UNIT GYPSUM / STUCCO 7 brick WORK IS DONE BY HIS OWN FORCES OR NOT. GRINDING OF MATERIALS FOR REMOVAL SHALL NOT BE PERMITTED. CUTTING 08 04 veor=<mm ' E—
[TTTT % SHALL BE TO STRAIGHT LINE. UNWORKMAN-LIKE CUTTING, DAMAGE RESULTING THEREFROM AND UNACCEPTABLE
’ PATCHING SHALL BE REPAIRED AND/OR REPLACED TO AN ACCEPTABLE CONDITION APPROVED BY THE ARCHITECT. A
OWNER PROJECT REPRESENTATIVE SHALL BE NOTIFIED PRIOR TO CUTTING OF ANY STRUCTURAL ITEM (L.E. CONCRETE
- FLOOR, MASONRY, ~ WALL, ETC.) WITHIN THE EXISTING BUILDING. METHOD OF CUTTING SHALL BE APPROVED BY THE
COMPACTED EARTH | [ metal stud grout Too7| CONCRETE OWNER PROJECT REPRESENTATIVE.
15.  PATCHING MATERIAL SHALL MATCH EXISTING ADJACENT MATERIALS AS CLOSELY AS POSSIBLE IN COLOR,
PATTERNS, AND/OR TEXTURES. :
16.  ALL SALVAGE MATERIALS REMOVED SHALL REMAIN THE PROPERTY OF THE OWNER. ALL NON-SALVAGE — 1,
v~ ORASS | PARTICLE BOARD sand ASPHALT CONSTRUCTION MATERIALS AND DEBRIS FROM DEMOLITION WORK SHALL BE REMOVED FROM THE SITE AS WORK = AN
T PROGRESSES, UNLESS OTHERWISE NOTED. o EXISTING CEILING.
17 ISOLATE ALL DISSIMILAR METALS. G SHALL REQUEST APPROVAL BY THE ARCHITECT FOR MATERIALS USED FOR — ,
THIS PURPOSE, PRIOR TO INSTALLATION. e ¥EQ§T|E(L;Y\|’4V88[S)ESPF<EM:HE OVER
GRAVEL BLYHOOD foam INSULATION 1 cast stone 18.  SEALANTS SHALL BE COMPATIBLE WITH ADJACENT SURFACE(S) THAT ARE IN CONTACT. REFER TO SPECIFICATIONS || E=—=+ :
ARy FOR APPROVED MANUFACTURERS AND PROCEDURES. = =—3——— JAMES HARDIE CEMENT LAP SIDING
A 19.  CAULK JOINTS OF DISSIMILAR EXPOSED TO VIEW MATERIALS AS REQUIRED BY THE ARCHITECT. -k OVER HOUSE WRAP.
20.  ALL DOOR HARDWARE TO BE FL. ADA COMPLIANT. - - -}
21, ALL EXTERIOR WALLS, DOORS AND WINDOWS ARE EXISTING U.N.O. - 3" CLOSED-CELL SPRAY FOAM
= BATT INSULATION RIGID INSULATION stone 22 ALL FINISHES TO BE PER CLASS INDICATED ON A—004 4 INSULATION.
=== 23. NO CONSTRUCTION SHALL OCCUR WITHOUT SHOP DRAWING APPROVAL. SHOP DRAWINGS TO BE PROVIDED TO T3
ARCHITECT FOR REVIEW UPON BEING REVIEWED AND SIGNED/DATED BY THE GENERAL CONTRACTOR AND SHALL INCLUDE e
f ACOUSTICAL CEILING TILE 7 ALUMINUM | P Coaner e =5 I
% ence M Y % - glass — RUNNING TRIM AND CASING PROFILES —— FLASHING AS REQUIRED.
Z — PAINT/LAMINATE COLOR SAMPLES h
— ACOUSTICAL CEILING AND GRID
— TOILET ACCESSORIES
T2 turf block plastic STEEL WOOD BLOCKING — KITCHEN EQUIPMENT ———EXISTING STONE FOUNDATION.
<><><><><> T
R — ROOF PENETRATIONS
— HVAC EQUIPMENT
— PLUMBING EQUIPMENT AND FIXTURES
— ELECTRICAL EQUIPMENT AND FIXTURES
T Pvers T el FINISHED 00D CONTINUOUS 00d 24, PRIOR TO COMMENCING WORK, THE CONTRACTOR SHALL SUBMIT (2) COPIES OF MATERIAL SAFETY DATA SHEETS
(MSDS) FOR ALL PRODUCTS USED TO PERFORM THE WORK. NOT USED FXTERIOR WALL/BEAR|NG
\_ J J 0/ 05 )oop st ’ I
ABV ABOVE MANUF  MANUFACTURER 8
200N AFF ABOVE FINISH FLOOR MAX MAXIMUM
(AN NORTH AAROW ROOM /SPACE. IDENTIFICATION ACT ACOUSTICAL CEILING TILE MO MASONRY OPENING ¢
dh AHU AR HANDLER UNIT MECH  MECHANICAL (R
AL ALUMINUM MEMB MEMBRANE EEEENNNEERENEEERENN [E | T T T O T T T T T T
AB ANCHOR BOLT MTL METAL B \
D00R TAG @ AT M? MINIMUM ‘ v 1/2" GYP. BOARD CEILING
(1o0) BM BEAM N/A NOT APPLICABLE
00 TITLE DRAWING / DETAIL IDENTIFICATION BRG BEARING NIC NOT IN CONTRACT :
SCALE: 0 = 00" BLK BLOCK gTi . HS&BTE% SCALE \
BD BOARD , o .
WINDOW TAG BTN BOTTOM OA OVERALL / 1/2" MOISTURE RESISTANT GYP.BD.
(00 ) SECTION REFERENCE BUR BUILT-UP ROOF ¢
CAB CABINET OPNG  OPENING g ,
(000 WALL TYPE REFERENCE e CEILING FINISH oH OVERHANG P BEDROOM SIDE
KEYNOTE NUMBER —NEW cIP CAST IN PLACE PAV PAVERS
C.S.I. DIVISION /KEY CLG CEILING PNT PAINTED
—— ==~ cL CENTER LINE PR PAR - REUSE EXISTING FLOOR BASE.
00 [ \  DETAL REFERENCE CT CERAMIC TILE PBO PURCHASED BY OWNER 5 /
A—000 N / KEYNOTE — DEMOLITION CLR CLEAR PF PRE-FINISHED /PRIMED - VINYL FLOOR AS SPECIFIED.
—-———— coL COLUMN PL PLATE [
CONC  CONCRETE PLMB PLUMBING
MU CONCRETE MASONRY UNIT PLYWD  PLYWOOD
EXTERIOR ELEVATION _ CONT CONTINUOUS PT PRESSURE TREATED
} KEYNOTE —  NEW/RENOVATION cJ CONTROL JOINT POR POINT OF REFERENCE
A-000 DA DIAMETER a1 QUARRY TILE 06 NOT USED 0o EXISTING WALL /NON-BEARING —
DEMO DEMOLITION R RADIUS WOOD STUD ’
DR DOOR RCP REFLECTED CEILING PLAN
KEYNOTE - FINISH/ACCESSORY DN DOWN REINF REINFORCED
P - INTERIOR ELEVATION / DS DOWNSPOUT RENO  RENOVATION
00/A=100 DWG DRAWINGS REQD  REQUIRED
ELEC ELECTRICAL RD ROOF DRAIN
EWC ELECTRIC WATER COOLER RM ROOM
P PROPERTY LINE REFERENCE ELEV ELEVATION RO ROUGH OPENING
"o EQ EQUAL S STAIN :
ELEVATION : 0-0 ELEVATION TARGET EXIST  EXISTING SECT SECTION &
DESCRIPTIONT EJ EXPANSION JOINT SIM SIMILAR i
q:‘ CENTERL'NEREFERENCE IE|>,(\IT El),(\l]lEEOR §$ g?bl(E)C(():ORE IIIIIIIIIIIIIIIIIIII}; g‘illlIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII
Fv FIELD VERIFY SPEC  SPECIFICATION 1/2" GYP. BOARD CEILING
M COLUMN GRID FE FIRE_ EXTINGUISHER SF SQUARE FOOT
0’ LEVEL CHANGE REFERENCE FLR FLOOR ss STAINLESS STEEL
i FD FLOOR DRAIN STL STEEL
@ . - FTG FOOTING STRUCT  STRUCTURAL X
FR FIRE RETARDANT ST STANDARD L 1/2" MOISTURE RESISTANT GYP.BD.
DETAIL CUT LINE GA GAUGE TR TRUSS TV OVER INFILL 2X4 WOOD STUDS @
- T GC GENERAL CONTRACTOR 16 TEMPERED GLASS % 16"0.C.
GALY  GALVANIZED TEXT TEXTURED ; "
GFI GROUND FAULT INTERRUPT TYP TYPICAL i _——1/2" GYP. BOARD ON BEDROOM SIDE
REVISION NUMBER AND CLOUD GYP GYPSUM T&G TONGUE & GROOVE /:
& HC HANDICAPPED T&B TOP & BOTTOM e
HDW HARDWARE uL UNDERWRITERS LAB g
S MATCH LINES HT HEIGHT UNO UNLESS NOTED OTHERWISE :
ST HDR HEADER VP VAPOR BARRIER g / REUSE EXISTING FLOOR BASE.
' HM HOLLOW METAL VB VINYL BASE g VINYL FLOOR AS SPECIFIED
_I_ 00 Ic INSTALLED BY CONTRACTOR VCT VINYL COMPOSITION-TILE ; [ '
— - ~ R=000 10 INSTALLED BY OWNER e VINYL WALL COVERING : :
i INSUL ~ INSULATION Wwe WATER COOLER
' INT INTERIOR WH WATER HEATER
| JAN JANITOR WWF WELDED WIRE FABRIC NOT USED NAILL WAI_I_/NON ATARING
JT JOINT WD WOOD _
LAM LAMINATED W/ WTH 05 01 Dvows s / E—
LF LINEAR FEET W/0 WITHOUT
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4 PLUMBING NARRATIVE KEYNOTES GENERAL NOTES A 8
N
2
N
CONTRACTOR SHALL REMOVE ALL EXISTING PLUMBING LINES WITHIN THE HOUSE, WITH THE EXCEPTION 1. REMOVE AND DISPOSE ALL EXISTING SIDING, SHEATHING, VENTS AND ANY INSULATION. A. FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION.
OF THE 2ND FLOOR RESTROOM AND CUT OUT AND REMOVE EXISTING HEATING OIL TANK. 2. REMOVE AND DISPOSE ALL EXISTING WINDOWS. B. ALL ELECTRICAL AND PLUMBING WORK TO BE LOCAL AND STATE CODE COMPLIANT AND FOLLOW o = REVEION
3. REMOVE AND DISPOSE EXISTING SCREEN DOOR. ALL APPLICABLE RULES AND REGULATIONS. [ DAt
SANITARY: THE EXISTING CAST—IRON, COPPER AND PVC SANITARY LINES SHALL BE REPLACED WITH 4, REMOVE AND DISPOSE EXISTING ENTRY CANOPY. C. CONTRACTOR TO DO ALL NECESSARY TESTS FOR LEAD AND ASBESTOS ON THE BUILDING
SCHEDULE 40 PVC SANITARY LINES DOWN TO THE EXISTING INCOMING COLLAR HUB. 2ND FLOOR 5. REMOVE AND DISPOSE EXISTING OUTRIGGERS. PRODUCTS INTENDED FOR DEMOLITION PRIOR TO WORK COMMENCING.
SANITARY LINE WILL BE REQUIRED TO BE MOVED FROM ITS CURRENT LOCATION TO ALLOW ROOM FOR 6. DEMOLISH AND DISPOSE EXISTING STONE STAIR.
NEW TUB,/SHOWER. 7. DEMOLISH AND DISPOSE EXISTING CONCRETE DRIVE & STOOP AREA.
8. REMOVE AND DISPOSE ALL FASCIA TRIM, PURLINS AND GUTTERS & DOWNS.
WATER: ALL WATER LINES SHALL BE REMOVED AND REPLACED WITH PEX TUBING AT THE INCOMING 9. DEMOLISH AND DISPOSE OF EXISTING ANTENNA SUPPORT.
SERVICE. 2ND FLOOR WATER PLUMBING SHALL REMAIN UNTIL IT REACHES BASEMENT ACCESS, 10. PROTECT IN PLACE EXISTING UTILITY ENTRANCES AND VENT PIPING.
UNLESS IT CONFLICTS WITH NEW TUB LOCATION, AT WHICH POINT IT SHALL BE REPLACED WITH PEX 11. DEMOLISH IN-FILL WALL, PREP HEADER AND SILL FOR NEW WINDOW.
PIPING. INCOMING SERVICE SHALL TERMINATE INTO A PEX MANIFOLD WITH MANUAL SHUT-OFF 12. REMOVE AND DISPOSE EXISTING BATH TUB. DRAWN BY| PROJECT NUMBER:
VALVES FOR ALL PEX LINES. MANIFOLD SHALL HAVE 8 OPEN/EXTRA SPACES FOR FUTURE USE. 13. REMOVE AND DISPOSE EXISTING LAVATORY. 15-02-94-10
14. REMOVE AND DISPOSE EXISTING TOILET.
GAS: REMOVE ALL EXISTING GAS LINES AND REPLACE WITH NEW STAINLESS, CORRUGATED FLEX GAS 15. REMOVE AND DISPOSE EXISTING FLOOR FINISH. CHK'DBY: | DATE:
LINES THROUGHOUT. 16. CAREFULLY REMOVE EXISTING TRIM, SHELVES AND CLOSET DOOR, SAVE FOR FUTURE USE. 05.27 2015
17. DEMOLISH AND DISPOSE EXISTING WALL. Ll
*ALL PLUMBING MODIFICATIONS SHALL FOLLOW ALL LOCAL AND STATE PLUMBING CODES AND AS 18. REMOVE AND SAVE EXISTING DOOR, SAVE FOR FUTURE USE. SHEET No:
REQUIRED BY THE COUNTY SANITARIAN. 19. EXISTING WASTE PIPE, REMOVE TO ALLOW ROOM FOR NEW BATHTUB. RECONNECT NEW LINE

THROUGH EXISTING CLOSET.
Q 20.REMOVE EXISTING HEAT OIL VENT AND FILL PIPING. / - /
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PLUMBING NARRATIVE

KEYNOTES

GENERAL NOTES
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CONTRACTOR SHALL REMOVE ALL EXISTING PLUMBING LINES WITHIN THE HOUSE, WITH THE EXCEPTION
OF THE 2ND FLOOR RESTROOM AND CUT OUT AND REMOVE EXISTING HEATING OIL TANK.

SANITARY: THE EXISTING CAST-IRON, COPPER AND PVC SANITARY LINES SHALL BE REPLACED WITH
SCHEDULE 40 PVC SANITARY LINES DOWN TO THE EXISTING INCOMING COLLAR HUB. 2ND FLOOR
SANITARY LINE WILL BE REQUIRED TO BE MOVED FROM ITS CURRENT LOCATION TO ALLOW ROOM FOR

NEW TUB/SHOWER.

WATER: ALL WATER LINES SHALL BE REMOVED AND REPLACED WITH PEX TUBING AT THE INCOMING
SERVICE. 2ND FLOOR WATER PLUMBING SHALL REMAIN UNTIL IT REACHES BASEMENT ACCESS,
UNLESS IT CONFLICTS WITH NEW TUB LOCATION, AT WHICH POINT IT SHALL BE REPLACED WITH PEX
PIPING. INCOMING SERVICE SHALL TERMINATE INTO A PEX MANIFOLD WITH MANUAL SHUT-OFF

VALVES FOR ALL PEX LINES. MANIFOLD SHALL HAVE 8 OPEN/EXTRA SPACES FOR FUTURE USE.

GAS: REMOVE ALL EXISTING GAS LINES AND REPLACE WITH NEW STAINLESS, CORRUGATED FLEX GAS
LINES THROUGHOUT.

*ALL PLUMBING MODIFICATIONS SHALL FOLLOW ALL LOCAL AND STATE PLUMBING CODES AND AS
REQUIRED BY THE COUNTY SANITARIAN.

1. REMOVE AND DISPOSE ALL EXISTING SIDING, SHEATHING, VENTS AND ANY INSULATION.

2. REMOVE AND DISPOSE ALL EXISTING WINDOWS.

3. REMOVE AND DISPOSE EXISTING SCREEN DOOR.

4. REMOVE AND DISPOSE EXISTING ENTRY CANOPY.

5. REMOVE AND DISPOSE EXISTING OUTRIGGERS.

6. DEMOLISH AND DISPOSE EXISTING STONE STAIR.

7. DEMOLISH AND DISPOSE EXISTING CONCRETE DRIVE & STOOP AREA.

8. REMOVE AND DISPOSE ALL FASCIA TRIM, PURLINS AND GUTTERS & DOWNS.

9. DEMOLISH AND DISPOSE OF EXISTING ANTENNA SUPPORT.

10. PROTECT IN PLACE EXISTING UTILITY ENTRANCES AND VENT PIPING.

11. DEMOLISH IN-FILL WALL, PREP HEADER AND SILL FOR NEW WINDOW.

12. REMOVE AND DISPOSE EXISTING BATH TUB.

13. REMOVE AND DISPOSE EXISTING LAVATORY.

14. REMOVE AND DISPOSE EXISTING TOILET.

15. REMOVE AND DISPOSE EXISTING FLOOR FINISH.

16. CAREFULLY REMOVE EXISTING TRIM, SHELVES AND CLOSET DOOR, SAVE FOR FUTURE USE.

17. DEMOLISH AND DISPOSE EXISTING WALL.

18. REMOVE AND SAVE EXISTING DOOR, SAVE FOR FUTURE USE.

19. EXISTING WASTE PIPE, REMOVE TO ALLOW ROOM FOR NEW BATHTUB. RECONNECT NEW LINE
THROUGH EXISTING CLOSET.

20.REMOVE EXISTING HEAT OIL VENT AND FILL PIPING.

>

FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION.

ALL ELECTRICAL AND PLUMBING WORK TO BE LOCAL AND STATE CODE COMPLIANT AND FOLLOW
ALL APPLICABLE RULES AND REGULATIONS.

CONTRACTOR TO DO ALL NECESSARY TESTS FOR LEAD AND ASBESTOS ON THE BUILDING
PRODUCTS INTENDED FOR DEMOLITION PRIOR TO WORK COMMENCING.
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N

CONTRACTOR SHALL REMOVE ALL EXISTING PLUMBING LINES WITHIN THE HOUSE, WITH THE EXCEPTION
OF THE 2ND FLOOR RESTROOM AND CUT OUT AND REMOVE EXISTING HEATING OIL TANK.

SANITARY: THE EXISTING CAST-IRON, COPPER AND PVC SANITARY LINES SHALL BE REPLACED WITH
SCHEDULE 40 PVC SANITARY LINES DOWN TO THE EXISTING INCOMING COLLAR HUB. 2ND FLOOR
SANITARY LINE WILL BE REQUIRED TO BE MOVED FROM ITS CURRENT LOCATION TO ALLOW ROOM FOR
NEW TUB/SHOWER.

WATER: ALL WATER LINES SHALL BE REMOVED AND REPLACED WITH PEX TUBING AT THE INCOMING
SERVICE. 2ND FLOOR WATER PLUMBING SHALL REMAIN UNTIL IT REACHES BASEMENT ACCESS,
UNLESS IT CONFLICTS WITH NEW TUB LOCATION, AT WHICH POINT IT SHALL BE REPLACED WITH PEX
PIPING. INCOMING SERVICE SHALL TERMINATE INTO A PEX MANIFOLD WITH MANUAL SHUT-OFF

VALVES FOR ALL PEX LINES. MANIFOLD SHALL HAVE 8 OPEN/EXTRA SPACES FOR FUTURE USE.

GAS: REMOVE ALL EXISTING GAS LINES AND REPLACE WITH NEW STAINLESS, CORRUGATED FLEX GAS
LINES THROUGHOUT.

*ALL PLUMBING MODIFICATIONS SHALL FOLLOW ALL LOCAL AND STATE PLUMBING CODES AND AS
REQUIRED BY THE COUNTY SANITARIAN.

1.

oo w

o ~

9.
10.
1.

VANITY CABINET WITH DUPONT CORIAN TOP. LAVATORY SINK TO BE KOHLER (K-2210 — WHITE)
UNDERMOUNT SINK WITH DELTA (520LF—WFMPU) CLASSIC SINGLE HANDLE FAUCET WITH POP-UP,
FINISH TBD. REFER TO 03/A-400 FOR MORE INFORMATION.

STERLING — ACCORD (71240126) 60X30 SMOOTH BATH/SHOWER WITH BACKER BOARD SURROUND.
INCLUDE DELTA CLASSIC MONITOR 13 SERIES TUB AND SHOWER TRIM, FINISH TBD.

KOHLER CLASS FIVE (K-3979) TOILET WITH BREVIA (K-4774) SEAT, WHITE.

TOILET PAPER ROLL HOLDER, MATCH FAUCET TRIM FINISH.

ARMSTRONG STRATAMAX VINYL FLOORING (X4530) AMBLESIDE BEIGE BLUSH.

2X4 STUD WALL WITH 1/2" MOISTURE RESISTANT GYP BOARD, LIGHT ORANGE PEEL. PAINT ALL

WALLS WITH ENAMEL PAINT, COLOR TBD BY INSPECTOR.

WALL MOUNTED MEDICINE CABINET WITH MIRROR.

VANITY LIGHT, LUNENBECK THREE-LIGHT (EW62340RB).

6" WET-RATED CAN LIGHT, PRESCOLITE (LBSLEDA10L).

EXHAUST FAN, GREENHECK (SP-B110).

EXISTING DOOR TO REMAIN.

12.PELLA IMPERVIA REPLACEMENT WINDOW, MATCH SIZE AND STYLE OF WINDOW. COLONIAL GRILLE,

13.
14.

DARK BRONZE COLOR.

NEW CONCRETE STOOP, REFER TO DETAIL 04/A-400.

NEW CONCRETE DRIVE, SLOPE MINIMUM 1% AWAY FROM BUILDING. WATER—PROOF INCOMING
ELECTRICAL SERVICE PRIOR TO POUR.

15.8 1/4” JAMES HARDIE SELECT CEDARMILL PLANK LAP SIDING OVER NEW 3/4" PLYWOOD
SHEATHING WITH BUILDING WRAP. COLOR TO BE TIMBER BARK. SPRAY-FOAM 3" CLOSED-CELL
INSULATION THROUGHOUT ENTIRE HOUSE PRIOR TO INSTALLING NEW SHEATHING. CONTRACTOR TO
ENSURE PROPER BRACING IS INSTALLED PRIOR TO REMOVING EXISTING SHEATHING.

16. CONCRETE STAR, REFER TO DETAIL 01/A-400.

17. RELOCATED 2ND FLOOR WASTE LINE.

18. PELLA MID-VIEW TEMPERED GLASS STORM DOOR, DARK BRONZE.

19. REPLACE TRIM, SHELVES AND DOOR TO CLOSET AREA.

20.USE EXISTING LIGHT SWITCH, WIRE ALL ELECTRICAL PER NEC.

GENERAL NOTES

FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION.

ALL ELECTRICAL AND PLUMBING WORK TO BE LOCAL AND STATE CODE COMPLIANT AND FOLLOW
ALL APPLICABLE RULES AND REGULATIONS.

C. CONTRACTOR TO DO ALL NECESSARY TESTS FOR LEAD AND ASBESTOS ON THE BUILDING
PRODUCTS INTENDED FOR DEMOLITION PRIOR TO WORK COMMENCING.

@ >

<
o
>
O z
) 3
%) 1 i
Z .. < &
< | & :
] .
al < a4
£0O
% P
Ll
O :>
®
O | w4
| =
LL Z
Q| 88
)
Z B >
L X ~
oz | < g
LL] ] <
L g
ol O
>
ol
(|
5
N
NO. [5ax=—{ REVISION
DRAWN BY:[ PROJECT NUMBER:
15-02-94-10
CHK'D BY: DATE:
05.27.2015
SHEET No:

A-100

J




®©

)y

A
(&)
At

e e e ek et e,

AT

04 | BUILDING ELEVATION — SOUTH

p %
&
| | | | | | | | | | | | | | (LT | | | | | | | 1:||L
| | | | | | | | | | | | | | | | | | | | | | | | H
| | | | | | | | | | | | | | | | | | | | | | | 1:||L
| | | | | | | | L] —U_[ | | | | | |
| | | | | | | ﬁ_ N1 | | | | ﬁ 1:||L

)
==

q:

=

=

N

(~

I
NG
g
()

PN =P =7\ 7

M=\ =7 ] A7 h A [ A S e A Ve Ve S e |

BUILDING ELEVATION —

WEST

03

SCALE: 1/4" = 1-0"

SCALE: 1/4" = 1'-0"

N

\_

/

AT RIS

e

PR

-

i

m=SSmcis

S=ss=ces

=SS

L
——

BUILDING ELEVATION — NORTH

BUILDING ELEVATION —

: [T ] |||'|||'|||'|||“1#‘|u \\ '||'||'||'||'||'||'||'||'||'||'||'||'||ﬂlﬂuIJ
(5) | | I| I| I| I| I| I| I| I| I| I| I| I|ﬁﬁl|J
|
I fo - L i
E 9 (8 ) —
O ——— H T o
] =
SN R R (R TITETIL

EAST

/

02

SCALE: 1/4" = 1’-0"

01

SCALE: 1/4" = 1'-0"

/

-

PLUMBING NARRATIVE

KEYNOTES GENERAL NOTES

CONTRACTOR SHALL REMOVE ALL EXISTING PLUMBING LINES WITHIN THE HOUSE, WITH THE EXCEPTION
OF THE 2ND FLOOR RESTROOM AND CUT OUT AND REMOVE EXISTING HEATING OIL TANK.

SANITARY: THE EXISTING CAST-IRON, COPPER AND PVC SANITARY LINES SHALL BE REPLACED WITH
SCHEDULE 40 PVC SANITARY LINES DOWN TO THE EXISTING INCOMING COLLAR HUB. 2ND FLOOR
SANITARY LINE WILL BE REQUIRED TO BE MOVED FROM ITS CURRENT LOCATION TO ALLOW ROOM FOR

NEW TUB/SHOWER.

WATER: ALL WATER LINES SHALL BE REMOVED AND REPLACED WITH PEX TUBING AT THE INCOMING
SERVICE. 2ND FLOOR WATER PLUMBING SHALL REMAIN UNTIL IT REACHES BASEMENT ACCESS,
UNLESS IT CONFLICTS WITH NEW TUB LOCATION, AT WHICH POINT IT SHALL BE REPLACED WITH PEX
PIPING. INCOMING SERVICE SHALL TERMINATE INTO A PEX MANIFOLD WITH MANUAL SHUT-OFF

VALVES FOR ALL PEX LINES. MANIFOLD SHALL HAVE 8 OPEN/EXTRA SPACES FOR FUTURE USE.

GAS: REMOVE ALL EXISTING GAS LINES AND REPLACE WITH NEW STAINLESS, CORRUGATED FLEX GAS
LINES THROUGHOUT.

*ALL PLUMBING MODIFICATIONS SHALL FOLLOW ALL LOCAL AND STATE PLUMBING CODES AND AS
REQUIRED BY THE COUNTY SANITARIAN.

1. EXISTING DOOR TO REMAIN.

2. PELLA IMPERVIA REPLACEMENT WINDOW, MATCH SIZE AND STYLE OF WINDOW. COLONIAL GRILLE,
DARK BRONZE COLOR. ALL WINDOWS TO BE REPLACED.

3. NEW CONCRETE STOOP, REFER TO DETAIL 04/A-400. C.

4. NEW CONCRETE DRIVE, SLOPE MINIMUM 1% AWAY FROM BUILDING. WATER-PROOF INCOMING
ELECTRICAL SERVICE PRIOR TO POUR.

5. 8 1/4" JAMES HARDIE SELECT CEDARMILL PLANK LAP SIDING OVER NEW 3/4” PLYWOOD
SHEATHING. COLOR TO BE TIMBER BARK. SPRAY-FOAM 3" CLOSED—CELL INSULATION
THROUGHOUT ENTIRE HOUSE PRIOR TO INSTALLING NEW SHEATHING. CONTRACTOR TO ENSURE
PROPER BRACING IS INSTALLED PRIOR TO REMOVING EXISTING SHEATHING.

6. CONCRETE STAR, REFER TO DETAIL 01/A-400.

7. 4" 4/4 JAMES HARDIE RUSTIC TRIM, BUILDING CORNERS TO BE TIMBER BARK, DOOR & WINDOW
TRIM TO BE DARK BRONZE.

8. PELLA MID-VIEW TEMPERED GLASS STORM DOOR WITH COLONIAL GRILLE, DARK BRONZE.

9. 1X WOOD FASCIA, PLACE UNDER ROOF DRIP EDGE, PAINT DARK BRONZE.

10. NEW LEAFGUARD BRAND GUTTERS AND DOWNS, DARK BRONZE.

11. DECORATIVE ALUMINUM ATTIC VENT, DARK BRONZE COLOR.

12. EXISTING VENTS, PIPES, UTILITY ENTRANCE TO REMAIN, PROTECT IN PLACE.

13. GABLE OVERHANG WITH 2X OUTRIGGERS AND CEMENT BOARD SOFFIT, ATTACHED OQUTRIGGERS TO
EXTERIOR WALL, PAINT DARK BRONZE.

FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION.

ALL ELECTRICAL AND PLUMBING WORK TO BE LOCAL AND STATE CODE COMPLIANT AND FOLLOW
ALL APPLICABLE RULES AND REGULATIONS.

CONTRACTOR TO DO ALL NECESSARY TESTS FOR LEAD AND ASBESTOS ON THE BUILDING
PRODUCTS INTENDED FOR DEMOLITION PRIOR TO WORK COMMENCING.
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DETERMINED BY DNR INSPECTOR. LAVATORY SINK TO BE

DRAIN, FINISH TO BE DETERMINED BY DNR INSPECTOR.

TOILET PAPER ROLL HOLDER, MATCH FAUCET TRIM FINISH.

PELLA IMPERVIA REPLACEMENT WINDOW, MATCH SIZE AND
GRILLE, DARK BRONZE COLOR.

24" WALL MOUNTED MEDICINE CABINET WITH MIRROR.
EXISTING DOOR TO REMAIN.

. NEW CONCRETE STOOP WITH FROST FOOTING AS SHOWN.

©EN OO N

HARDWARE PULLS, FINISH AND STYLE TO BE DETERMINED
SOFT—CLOSE HIDDEN HINGES. VALANCE TO MATCH

12. 2X BLOCKING AS REQUIRED.

UNDERMOUNT SINK WITH DELTA (520LF—WFMPU) CLASSIC SINGLE HANDLE FAUCET WITH POP-UP
STERLING — ACCORD (71240126) 60X30 SMOOTH BATH/SHOWER WITH BACKER BOARD SURROUND.
INCLUDE DELTA CLASSIC MONITOR 13 SERIES TUB AND SHOWER TRIM, FINISH TBD.

KOHLER CLASS FIVE (K-3979) TOILET WITH BREVIA (K—4774) SEAT, WHITE.

ARMSTRONG STRATAMAX VINYL FLOORING (X4530) AMBLESIDE BEIGE BLUSH.

10. SOLID HARDWOOD MISSION STYLE DOOR (MATCH EXISTING WOOD TYPE). PROVIDE DECORATIVE

11.1/4" HARDWOOD BACKER-BOARD, MATCH WOOD SPECIES ON CABINET, CLEAR FINISH.

INSPECTOR.

14. CONCRETE STAIR AND FRONT PORCH WITH #4 12" 0.C. BOTH DIRECTIONS WITH 6" SUBBASE. #4
NOSING BAR EVERY STAIR. DECORATIVE BLACK HANDRAIL, MINIMUM 4" SPACING ON VERTICAL
PICKETS. STAIR FOOTING TO BE MINIMUM 48" DEEP. LIGHT BROOM FINISH.

15. EXISTING BUILDING FOUNDATION.

16.8 1/4” JAMES HARDIE SELECT CEDARMILL PLANK LAP SIDING OVER NEW 3/4" PLYWOOD
SHEATHING. COLOR TO BE TIMBER BARK. SPRAY-FOAM 3" CLOSED-CELL INSULATION

KOHLER (K-2210 — WHITE)

THROUGHOUT ENTIRE HOUSE PRIOR TO INSTALLING NEW SHEATHING. CONTRACTOR TO ENSURE
PROPER BRACING IS INSTALLED PRIOR TO REMOVING EXISTING SHEATHING.

17. BASE BOARD, MATCH EXISTING PROFILE, WOOD SPECIES AND STAIN.

18. PELLA MID-VIEW TEMPERED GLASS STORM DOOR, DARK BRONZE.

19. BLACK IRON RESIDENTIAL, DECORATIVE RAILING.

20.DOWEL STAIR INTO EXISTING FOUNDATION WALL WITH #5 DOWELS, 12" 0.C.

21.1/2" EXPANSION MATERIAL WITH POLYURETHANE SEALANT, COVER WITH NEW STORM DOOR
THRESHOLD.

22.CONCRETE STOOP WITH #4 12" 0.C. BOTH DIRECTIONS, FILL CAVITY BENEATH WITH SUBBASE.
STAIR FOOTING TO BE MINIMUM 48" DEEP, DOWEL INTO EXISTING BUILDING FOUNDATION 12" O.C.
LIGHT BROOM FINISH

STYLE OF EXISTING WINDOW. COLONIAL

BY DNR INSPECTOR. HINGES TO BE

@ >

ALL ELECTRICAL AND PLUMBING WORK TO BE LOCAL AND STATE CODE COMPLIANT AND FOLLOW

ALL APPLICABLE RULES AND REGULATIONS.
CONTRACTOR TO DO ALL NECESSARY TESTS FOR LEAD AND ASBESTOS ON THE BUILDING
PRODUCTS INTENDED FOR DEMOLITION PRIOR TO WORK COMMENCING.
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4 KEYNOTES GENERAL NOTES h
1. SOLID WOOD VANITY CABINET (MATCH EXISTING WOOD) WITH DUPONT CORIAN TOP COLOR TO BE 13. CORIAN COUNTER TOP WITH INTEGRAL BACKSPLASH, COLOR TO BE DETERMINED BY DNR FIELD VERIFY ALL DIMENSIONS PRIOR TO CONSTRUCTION.
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